
STANDARD DUTY EPA Eng./Test Weight
2-WAY 5.9L, 6515 lbs
3-WAY 5.9L, 6515 lbs

3-WAY, w/Air 5.9L, 6515 lbs

STANDARD DUTY EPA Eng./Test Weight

2-WAY 5.9L, 5500 lbs
3-WAY 5.9L, 5500 lbs

3-WAY, w/Air 5.9L, 5500 lbs
Standard Duty

6020**/6022**  Standard Duty

6025** Series  Enhanced Standard Duty

603*** Series  Medium Duty

6040** and 6050** Series Heavy Duty

6060** Series  Super Duty

609*** Series Super X Duty

INLET/I.D. OUTLET/I.D.

602003 1-3/4" 1-3/4" w/air tube

602004 2" 2" w/air tube

602005 2-1/4" 2-1/4" w/air tube

602006 2-1/2" 2-1/2" w/air tube

602007 3" 3" w/air tube

Oval - w/Air Tube

14" 

61�8"

4"

INLET/I.D. OUTLET/I.D.

602203 1-3/4" 1-3/4" w/o air tube

602204 2" 2" w/o air tube

602205 2-1/4" 2-1/4" w/o air tube

602206 2-1/2" 2-1/2" w/o air tube

602207 3" 3" w/o air tube

Oval - w/o Air Tube

14" 

61�8"

4"

Round - w/o Air Tube
INLET/I.D. OUTLET/I.D.

602213 1-3/4" 1-3/4" w/o air tube

602214 2" 2" w/o air tube

602215 2-1/4" 2-1/4" w/o air tube, 13" OAL

602216 2-1/2" 2-1/2" w/o air tube, 13" OAL

5"

12¾" 4¼"

INLET/I.D. OUTLET/I.D.

602544 2" 2" w/o air tube

602545 2-1/4" 2-1/4" w/o air tube

602546 2-1/2" 2-1/2" w/o air tube

602547 3" 3" w/o air tube

Oval - w/o Air Tube

4"

61�8"

ENHANCED

STANDARD DUTY EPA Eng./Test Weight
2-WAY 5.9L, 6515 lbs
3-WAY 5.9L, 6515 lbs

3-WAY, w/Air 5.9L, 6515 lbs

ENHANCED

STANDARD DUTY EPA

 Eng./Test Weight2-WAY 5.9L, 5500 lbs
3-WAY 5.9L, 5500 lbs

3-WAY, w/Air 5.9L, 5500 lbs

Spun Body one-piece design
Round - w/o Air Tube
Pre-OBDII, EPA, 5.9L to 6000 lbs

4"

4"

10½"

INLET/I.D. OUTLET/I.D.

602384 2" 2"

602385 2-1/4” 2-1/4”

602386 2-1/2” 2-1/2”

602387 3" 3"

*USA EPA COMPLIANT STATES ONLY

INLET/I.D. OUTLET/I.D.

602534 2" 2" w/air tube

602535 2-1/4" 2-1/4" w/air tube

602536 2-1/2" 2-1/2" w/air tube

602537 3" 3" w/air tube

Oval - w/Air Tube

4"

61�8"

16"

16"

INLET/I.D. OUTLET/I.D.

603040 2" Dual Inlets 
w/O2 Sensor port

2-1/2" w/air tube

Oval - w/Air Tube

4"

7¼"

O2 Port
Position

17"

603240 2" Dual Inlets
w/O2 Sensor port 

2-1/2" w/o air tube

INLET/I.D. OUTLET/I.D.

604006 2-1/2" 2-1/2"

604007 3" 3"

Oval - w/o Air Tube

4"

7¼"
605004 2" 2"

605005 2-1/4" 2-1/4"

605006 2-1/2" 2-1/2"

605007 3" 3"

W/O air tube

W/O air tube

w/ air tube

w/ air tube

w/ air tube

w/ air tube

HEAVY DUTY EPA Eng./Test Weight

Eng./Test Weight

2-WAY 7.7L, 7000 lbs
3-WAY 7.5L, 7000 lbs

3-WAY, w/Air 7.5L, 7000 lbs

INLET/I.D. OUTLET/I.D.

606005 2-1/4" 2-1/4" w/o air tube

606006 2-1/2" 2-1/2" w/o air tube

606007 3" 3" w/o air tube

Oval - w/o Air Tube

7¼"

SUPER DUTY EPA Eng./GVWR

2-WAY 7.5L, 15000 lbs or less
3-WAY 7.5L, 15000 lbs or less

21½" 4"

Oval - w/Air Tube INLET/I.D. OUTLET/I.D.

609005 2-1/4" 2-1/4" w/air tube

609006 2-1/2" 2-1/2" w/air tube

16½"

7¼"

4"

609007 3" 3" w/o air tube

61 8"/

61 8"/

61 8"/

61 8"/

Pre-OBDII 
Universal Catalytic Converters

16½"

*For application information and additional converter coverage consult the catalog

http://www.carid.com/exhaust-parts.html
http://www.carid.com/ap-exhaust-technologies/



