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Features:

   Class A Style 1, 2 and ISO 6789  

USA
MADE
TORQUE
WRENCHES

NEW
!

NEW
!

3/8” Dr., 30-250 in.-lbs.
ATD-2501
1/2” Dr., 30-250 ft.-lbs.
ATD-2504
3/4” Dr., 100-600 ft.-lbs.
ATD-2505
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PLUS ANGLE

MICROMETER
TORQUE
WRENCHES

Features:

Features:

NEW
!

NEW
!

NEW
!

NEW
!

1/4” Dr., 30-200 in.-lbs.
ATD-12500

1/2” Dr., 20-150 ft.-lbs.
ATD-12503

3/8” Dr., 30-250 in.-lbs.
ATD-12501

1/2” Dr., 30-250 ft.-lbs.
ATD-12504

3/8” Dr., 10-100 ft.-lbs.
ATD-12502

3/4” Dr., 100-600 ft.-lbs.
ATD-12505

1/2” Dr., 25-250 ft-lbs, 300-3000 in-lbs, 
30-339 Nm, 340-3450 kg-cm
ATD-12550
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3/8” Drive cont.:
ATD-124522   14mm Deep Socket
ATD-124523   15mm Deep Socket
ATD-124525   17mm Deep Socket
ATD-124527   19mm Deep Socket
ATD-124552   3mm Hex Bit Socket
ATD-124553   4mm Hex Bit Socket
ATD-124554   5mm Hex Bit Socket
ATD-124555   6mm Hex Bit Socket
ATD-124556   8mm Hex Bit Socket
ATD-124557   10mm Hex Bit Socket

ATD-124561   T20 Star Bit Socket
ATD-124562   T30 Star Bit Socket
ATD-124563   T40 Star Bit Socket
ATD-124564   T45 Star Bit Socket
ATD-124565   T50 Star Bit Socket
ATD-124566   T55 Star Bit Socket
ATD-124567   T60 Star Bit Socket
ATD-124568   #1 Phillips Bit Socket
ATD-124569   #2 Phillips Bit Socket
ATD-124570   #3 Phillips Bit Socket
ATD-124571   4mm Slotted Bit Socket
ATD-124572   5.5mm Slotted Bit Socket
ATD-124573   6.5mm Slotted Bit Socket

Teardrop Ratchet

104 PC. 1/4”, 3/8” & 1/2” 
DR. 6-POINT MASTER
SAE & METRIC CHROME SOCKET SET
Set Includes:
1/4” Drive:

ATD-12004   4mm Socket
ATD-12006   5mm Socket
ATD-12008   6mm Socket
ATD-12009   7mm Socket
ATD-120010   8mm Socket
ATD-120011   9mm Socket
ATD-120012   10mm Socket
ATD-120013   11mm Socket
ATD-120014   12mm Socket
ATD-120015   13mm Socket

Release
Teardrop Ratchet

ATD-120046   Spinner Handle

3/8” Drive:

3/8” Drive cont.:

Plug Socket

Plug Socket

1/2” Drive:

ATD-136019   17mm Socket
ATD-136028   19mm Socket
ATD-136029   20mm Socket
ATD-136030   21mm Socket
ATD-136031   22mm Socket
ATD-136032   23mm Socket
ATD-136033   24mm Socket
ATD-136034   27mm Socket
ATD-136035   30mm Socket
ATD-136036   32mm Socket

Release
Teardrop
Ratchet

3/8” Drive cont.:

ATD-12457   9mm Socket
ATD-12458   10mm Socket
ATD-12459   11mm Socket
ATD-124510   12mm Socket
ATD-124511   13mm Socket
ATD-124512   14mm Socket
ATD-124513   15mm Socket
ATD-124514   16mm Socket
ATD-124515   17mm Socket
ATD-124516   18mm Socket
ATD-124517   19mm Socket
ATD-124518   10mm Deep Socket
ATD-124519   11mm Deep Socket
ATD-124520   12mm Deep Socket
ATD-124521   13mm Deep Socket

106 PC. 1/4” & 3/8” DR. 6-POINT MASTER
SAE & METRIC CHROME SOCKET SET
Set Includes:
1/4” Drive:

ATD-12004    4mm Socket
ATD-12006    5mm Socket
ATD-12008    6mm Socket
ATD-12009    7mm Socket
ATD-120010    8mm Socket
ATD-120011    9mm Socket
ATD-120012    10mm Socket
ATD-120014    12mm Socket

 Teardrop Ratchet

1/4” Drive cont.:

ATD-120046    Spinner Handle

ATD-120047    Bit Coupler

3/8” Drive:

ATD-12456    8mm Socket

3/8” Drive cont.:
ATD-12457    9mm Socket
ATD-12458    10mm Socket
ATD-12459    11mm Socket
ATD-124510    12mm Socket
ATD-124511    13mm Socket
ATD-124512    14mm Socket
ATD-124513    15mm Socket
ATD-124514    16mm Socket
ATD-124515    17mm Socket
ATD-124516    18mm Socket
ATD-124517    19mm Socket
ATD-124581    8mm Deep Socket
ATD-124582    9mm Deep Socket
ATD-124518    10mm Deep Socket
ATD-124519    11mm Deep Socket
ATD-124520    12mm Deep Socket 
ATD-124521    13mm Deep Socket
ATD-124522    14mm Deep Socket
ATD-124523    15mm Deep Socket
ATD-124524    16mm Deep Socket
ATD-124525    17mm Deep Socket
ATD-124526    18mm Deep Socket
ATD-124527    19mm Deep Socket
ATD-120060      3 Pc. Slotted Bit Set

ATD-120061    4 Pc. Phillips Bit Set

ATD-120062   6 Pc. Hex Bit Set 

ATD-120064    7 Pc. Star Bit Set

 Teardrop
 Ratchet

 Socket

 Socket

 Socket

 Adapter

ATD-1385

ATD-1380



Set Includes:
ATD-12406 6mm Socket
ATD-12407 7mm Socket
ATD-12408 8mm Socket
ATD-12409 9mm Socket
ATD-12410 10mm Socket
ATD-12411 11mm Socket
ATD-12412 12mm Socket
ATD-12413 13mm Socket
ATD-12414 14mm Socket
ATD-12415 15mm Socket
ATD-12416 16mm Socket
ATD-12417 17mm Socket
ATD-12418 18mm Socket

Teardrop Ratchet

47 PC. 3/8” DR. 
12-POINT SAE &
METRIC SOCKET SET
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ATD-12419 19mm Socket
ATD-12470 10mm Deep Socket
ATD-12471 11mm Deep Socket
ATD-12472 12mm Deep Socket
ATD-12473 13mm Deep Socket
ATD-12474 14mm Deep Socket
ATD-12475 15mm Deep Socket
ATD-12476 16mm Deep Socket
ATD-12477 17mm Deep Socket
ATD-12478 18mm Deep Socket
ATD-12479 19mm Deep Socket

47 PC. 3/8” DR. 6-POINT
SAE & METRIC SOCKET SET

Set Includes: ATD-12459  11mm Socket
ATD-124510  12mm Socket
ATD-124511 13mm Socket
ATD-124512 14mm Socket 
ATD-124513  15mm Socket
ATD-124514  16mm Socket
ATD-124515 17mm Socket
ATD-124516  18mm Socket
ATD-124517  19mm Socket
ATD-124518 10mm Deep Socket
ATD-124519 11mm Deep Socket
ATD-124520  12mm Deep Socket
ATD-124521 13mm Deep Socket

ATD-124522  14mm Deep Socket 
ATD-124523 15mm Deep Socket
ATD-124524 16mm Deep Socket
ATD-124525 17mm Deep Socket
ATD-124526  18mm Deep Socket
ATD-124527 19mm Deep Socket

Teardrop Ratchet
ATD-12454 6mm Socket
ATD-12455  7mm Socket
ATD-12456  8mm Socket
ATD-12457 9mm Socket
ATD-12458  10mm Socket

44 PC. 1/4” DR. 6-POINT
SAE & METRIC SOCKET SET

Set Includes:

ATD-12004    4mm Socket
ATD-12005    4.5mm Socket
ATD-12006    5mm Socket
ATD-12007    5.5mm Socket
ATD-12008    6mm Socket
ATD-12009    7mm Socket

ATD-120010    8mm Socket
ATD-120011    9mm Socket
ATD-120012    10mm Socket
ATD-120013    11mm Socket
ATD-120014    12mm Socket
ATD-120015    13mm Socket
ATD-120016     14mm Socket
ATD-120017    4mm Deep Socket
ATD-120018    5mm Deep Socket
ATD-120019   6mm Deep Socket
ATD-120020    7mm Deep Socket
ATD-120021    8mm Deep Socket

ATD-120022    9mm Deep Socket
ATD-120023    10mm Deep Socket
ATD-120024    11mm Deep Socket
ATD-120025    12mm Deep Socket
ATD-120026    13mm Deep Socket

Teardrop Ratchet

ATD-1200

ATD-1245

ATD-1247



24 PC. 1/2” DR. 6-POINT SAE & METRIC SOCKET SET
Set Includes:

ATD-136012  10mm Socket
ATD-136013  11mm Socket
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43 PC. 1/2” DR. 6-POINT SAE & METRIC SOCKET SET

21 PC. 3/4” DR. 6-POINT SAE SOCKET SET

Set Includes:

ATD-136012    10mm Socket
ATD-136013    11mm Socket
ATD-136014   12mm Socket
ATD-136015    13mm Socket
ATD-136016   14mm Socket
ATD-136017    15mm Socket
ATD-136018    16mm Socket
ATD-136019    17mm Socket
ATD-136020    18mm Socket
ATD-136028    19mm Socket
ATD-136031    22mm Socket

Set Includes:

ATD-136014  12mm Socket
ATD-136015  13mm Socket
ATD-136016  14mm Socket
ATD-136017  15mm Socket
ATD-136018  16mm Socket
ATD-136019  17mm Socket
ATD-136020  18mm Socket

Teardrop Ratchet

ATD-1360

ATD-1365

ATD-10021
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Set Includes:

Features:

   installation without damage

8 PC. 3/8” & 1/2” DR. 
SAE & METRIC
STUD REMOVER SET

SLIDING T-BARS

1/2” DR. 10” FLEX HANDLE 3 PC. SOCKET RAIL SET

3/8” DR. FLEX RATCHET HANDLE

3/8” DR. 10” EXTENSION

Set Includes:

Features:

Set Includes:

5 PC. CHROME ADAPTER SET

ATD-1250

   access to hard-to-reach

7 PC. 3/8” DR. 6-POINT
SAE FLEX SOCKET SET

10 PC. 3/8” DR. 6-POINT
METRIC FLEX SOCKET SET

Set Includes:
ATD-12510 10mm Flex Socket
ATD-12511 11mm Flex Socket
ATD-12512 12mm Flex Socket
ATD-12513 13mm Flex Socket
ATD-12514 14mm Flex Socket

Set Includes:
ATD-12515 15mm Flex Socket
ATD-12516 16mm Flex Socket
ATD-12517 17mm Flex Socket
ATD-12518 18mm Flex Socket
ATD-12519 19mm Flex Socket

ATD-1250 ATD-1257

ATD-6508

ATD-1351

ATD-124578

ATD-316

ATD-124575

ATD-124577

ATD-136025
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72 PC. MASTER
STAR BIT SOCKET SET

35 PC.
STAR BIT SOCKET SET

Set Includes:

Set Includes:

ATD-13772

ATD-125
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Set Includes:

Set Includes:

Set Includes:

Includes standard and deep

Set Includes:

28 PC. EXTERNAL
STAR SOCKET SET

10 PC. EXTERNAL STAR 
SOCKET SET

13 PC. STAR BIT SOCKET SET

7 PC. X-LONG STAR BIT SOCKET SET

ATD-13779

ATD-178

ATD-13773

ATD-13774
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Set Includes:

Set Includes:

Set Includes:

Set Includes:

13 PC. TAMPER-RESISTANT
STAR BIT SOCKET SET

7 PC. X-LONG TAMPER-RESISTANT
STAR BIT SOCKET SET

12 PC. STAR PLUS
BIT SOCKET SET

12 PC. 5-LOBE TAMPER-RESISTANT 
STAR PLUS BIT SOCKET SET

ATD-13775

ATD-13776

ATD-13777

ATD-13778
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10 PC. X-LONG TRIPLE SQUARE SPLINE BIT SOCKET SET

10 PC. TRIPLE SQUARE 
SPLINE BIT SOCKET SET

32 PC. MASTER HEX BIT SOCKET SET

Set Includes:

Set Includes:

Set Includes:

Set Includes:

ATD-13780

ATD-13781

ATD-13782

ATD-13783
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Set Includes:

Set Includes:

Set Includes:

13 PC. SAE HEX
BIT SOCKET SET

13 PC. METRIC HEX
BIT SOCKET SET

7 PC. X-LONG SAE HEX BIT SOCKET SET

7 PC. X-LONG METRIC HEX BIT SOCKET SET

Set Includes:

13784

551

13787

Set Includes:

50 PC. TORSION IMPACT BIT SET

NEW
!

NEW
!

ATD-13784

ATD-13785

ATD-551

ATD-13786

ATD-13787
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#0 x 1 Phillips
#1 x 1 Phillips
#2 x 5 Phillips
#3 x 1 Phillips

#1 Clutch
#2 Clutch
#3 Clutch
M5 Spline
M6 Spline
M8 Spline
6 Roto-Set
8 Roto-Set
10 Roto-Set
4 Spanner
6 Spanner
8 Spanner
10 Spanner

   ratcheting screwdriver handle

T40 Star
3mm Slotted
4mm Slotted
4.5mm Slotted
5mm Slotted
6mm Slotted
7mm Slotted
2mm Tamper-Resistant Hex
2.5mm Tamper-Resistant Hex
3mm Tamper-Resistant Hex
4mm Tamper-Resistant Hex
5mm Tamper-Resistant Hex
6mm Tamper-Resistant Hex
2mm Hex
2.5mm Hex
3mm Hex
4mm Hex
5mm Hex
6mm Hex

#0 Square Recess
#1 Square Recess
#2 Square Recess
#3 Square Recess
#1 Tri-Wing
#2 Tri-Wing
#3 Tri-Wing
#4 Tri-Wing
T8 Tamper-Resistant Star
T10 Tamper-Resistant Star
T15 Tamper-Resistant Star
T20 Tamper-Resistant Star
T25 Tamper-Resistant Star
T30 Tamper-Resistant Star
T40 Tamper-Resistant Star
T8 Star
T10 Star
T15 Star
T20 Star
T25 Star
T30 Star

8 PC. LARGE SIZE SAE & METRIC 
HEX BIT SOCKET SET

5 PC. MORTORQ® 
BIT SOCKET SET

WITH REVERSIBLE RATCHET

Set Includes:

Set Includes:

Set Features:

   Nissan and other late model vehicles

   components, instrument panels, seat tracks, door panels and restraint systems

ATD-13788

ATD-13790

ATD-549
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Set Includes:

ATD-22720   4mm Impact Socket
ATD-22721   4.5mm Impact Socket
ATD-22722   5mm Impact Socket
ATD-22723   5.5mm Impact Socket
ATD-22724   6mm Impact Socket
ATD-22725   7mm Impact Socket
ATD-22726   8mm Impact Socket
ATD-22727   9mm Impact Socket
ATD-22728   10mm Impact Socket
ATD-22729   11mm Impact Socket
ATD-22730   12mm Impact Socket
ATD-22731   13mm Impact Socket
ATD-22732   14mm Impact Socket
ATD-22733   15mm Impact Socket

ATD-22744   4mm Deep Impact Socket
ATD-22745   4.5mm Deep Impact Socket

ATD-22746   5mm Deep Impact Socket
ATD-22747   5.5mm Deep Impact Socket
ATD-22748   6mm Deep Impact Socket
ATD-22749   7mm Deep Impact Socket
ATD-22750   8mm Deep Impact Socket
ATD-22751   9mm Deep Impact Socket
ATD-22752   10mm Deep Impact Socket
ATD-22753   11mm Deep Impact Socket
ATD-22754   12mm Deep Impact Socket
ATD-22755   13mm Deep Impact Socket
ATD-22756   14mm Deep Impact Socket
ATD-22757   15mm Deep Impact Socket

71 PC. 1/4” DR. 6-POINT SAE & METRIC 
IMPACT SOCKET SET
ATD-2271
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ATD-2313   13mm  Impact Socket
ATD-2314   14mm  Impact Socket
ATD-2315   15mm  Impact Socket
ATD-2316   16mm  Impact Socket
ATD-2317   17mm  Impact Socket
ATD-2318   18mm  Impact Socket
ATD-2319 19mm  Impact Socket
ATD-2708 8mm  Deep Impact Socket
ATD-2709 9mm  Deep Impact Socket
ATD-2710 10mm  Deep Impact Socket
ATD-2711   11mm  Deep Impact Socket
ATD-2712   12mm  Deep Impact Socket
ATD-2713   13mm  Deep Impact Socket
ATD-2714   14mm  Deep Impact Socket
ATD-2715   15mm  Deep Impact Socket
ATD-2716   16mm  Deep Impact Socket
ATD-2717   17mm  Deep Impact Socket
ATD-2718   18mm  Deep Impact Socket
ATD-2719   19mm  Deep Impact Socket

Set Includes:

ATD-2308   8mm  Impact Socket
ATD-2309   9mm  Impact Socket
ATD-2310   10mm  Impact Socket
ATD-2311   11mm  Impact Socket
ATD-2312   12mm  Impact Socket

48 PC. 3/8” DR. 6-POINT SAE & METRIC IMPACT SOCKET SET

Set Includes:

8 PC. 3/8” DR. 6-POINT
SAE IMPACT SOCKET SET

ATD-4601

ATD-2200



Set Includes:
ATD-2307    7mm Impact Socket
ATD-2308    8mm Impact Socket
ATD-2309    9mm Impact Socket
ATD-2310    10mm Impact Socket
ATD-2311    11mm Impact Socket
ATD-2312    12mm Impact Socket
ATD-2313    13mm Impact Socket
ATD-2314    14mm Impact Socket
ATD-2315    15mm Impact Socket
ATD-2316    16mm Impact Socket
ATD-2317   17mm Impact Socket
ATD-2318    18mm Impact Socket
ATD-2319    19mm Impact Socket

13 PC. 3/8” DR. 6-POINT 
METRIC IMPACT SOCKET SET
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Set Includes:

Set Includes:
ATD-2707 7mm Deep Impact Socket
ATD-2708 8mm Deep Impact Socket
ATD-2709 9mm Deep Impact Socket
ATD-2710 10mm Deep Impact Socket
ATD-2711 11mm Deep Impact Socket
ATD-2712 12mm Deep Impact Socket
ATD-2713 13mm Deep Impact Socket
ATD-2714 14mm Deep Impact Socket
ATD-2715 15mm Deep Impact Socket
ATD-2716 16mm Deep Impact Socket
ATD-2717 17mm Deep Impact Socket
ATD-2718 18mm Deep Impact Socket
ATD-2719 19mm Deep Impact Socket

13 PC. 3/8” DR. 6-POINT 
METRIC DEEP IMPACT 
SOCKET SET8 PC. 3/8” DR. 6-POINT 

SAE DEEP IMPACT 
SOCKET SET

ATD-2301

ATD-2400

ATD-2701
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Set Includes:

13 PC. 1/2” DR. 6-POINT 
SAE IMPACT SOCKET SET

Set Includes:
ATD-4110   10mm Impact Socket
ATD-4111   11mm Impact Socket
ATD-4112   12mm Impact Socket
ATD-4113   13mm Impact Socket
ATD-4114   14mm Impact Socket
ATD-4115   15mm Impact Socket
ATD-4116   16mm Impact Socket
ATD-4117   17mm Impact Socket
ATD-4118   18mm Impact Socket
ATD-4119   19mm Impact Socket
ATD-4121   21mm Impact Socket
ATD-4122   22mm Impact Socket
ATD-4124   24mm Impact Socket
ATD-4127   27mm Impact Socket

14 PC. 1/2” DR. 6-POINT
METRIC IMPACT SOCKET SET

Set Includes:

ATD-4310   10mm Deep Impact Socket
ATD-4311   11mm Deep Impact Socket
ATD-4312   12mm Deep Impact Socket
ATD-4313   13mm Deep Impact Socket
ATD-4314   14mm Deep Impact Socket
ATD-4315   15mm Deep Impact Socket
ATD-4316   16mm Deep Impact Socket
ATD-4317   17mm Deep Impact Socket
ATD-4318   18mm Deep Impact Socket
ATD-4319   19mm Deep Impact Socket

29 PC. 1/2” DR. 6-POINT 
SAE & METRIC DEEP
IMPACT SOCKET SET

ATD-4321   21mm Deep Impact Socket
ATD-4322   22mm Deep Impact Socket
ATD-4326   26mm Deep Impact Socket
ATD-4902   19mm x 21mm Impact Flip Socket

ATD-4106

ATD-4901

ATD-4202



Set Includes:
ATD-4310 10mm Deep Impact Socket
ATD-4311   11mm Deep Impact Socket
ATD-4312   12mm Deep Impact Socket
ATD-4313   13mm Deep Impact Socket
ATD-4314   14mm Deep Impact Socket
ATD-4315   15mm Deep Impact Socket
ATD-4316   16mm Deep Impact Socket
ATD-4317   17mm Deep Impact Socket
ATD-4318   18mm Deep Impact Socket
ATD-4319   19mm Deep Impact Socket
ATD-4321   21mm Deep Impact Socket
ATD-4322   22mm Deep Impact Socket
ATD-4326   26mm Deep Impact Socket
ATD-4327   27mm Deep Impact Socket

16 PC. 1/2” DR. 6-POINT
METRIC DEEP IMPACT
SOCKET SET

15 PC. 1/2” DR. 6-POINT 
SAE DEEP IMPACT 
SOCKET SET
Set Includes:
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S13 PC. 1/2” DR. 6-POINT 

SAE DEEP IMPACT
SOCKET SET
Set Includes:

14 PC. 1/2” DR. 6-POINT 
METRIC DEEP IMPACT
SOCKET SET
Set Includes:
ATD-4310   10mm Deep Impact Socket
ATD-4311   11mm Deep Impact Socket
ATD-4312   12mm Deep Impact Socket
ATD-4313   13mm Deep Impact Socket
ATD-4314   14mm Deep Impact Socket
ATD-4315   15mm Deep Impact Socket
ATD-4316   16mm Deep Impact Socket
ATD-4317   17mm Deep Impact Socket
ATD-4318   18mm Deep Impact Socket
ATD-4319   19mm Deep Impact Socket
ATD-4321   21mm Deep Impact Socket
ATD-4322   22mm Deep Impact Socket
ATD-4324   24mm Deep Impact Socket
ATD-4327   27mm Deep Impact Socket

ATD-4450

ATD-4401

ATD-4350

ATD-4301
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Set Includes:

ATD-6478  Impact Sliding T-Bar

ATD-6482  Repair Kit For ATD-6481 Ratchet

8 PC. 3/4” DR. 6-POINT 
SAE DEEP IMPACT 
SOCKET SET

22 PC. 3/4” DR. 6-POINT 
SAE DEEP IMPACT 
SOCKET SET

Set Includes:

Set Includes: 
ATD-64019  19mm Deep Impact Socket
ATD-64021  21mm Deep Impact Socket
ATD-64022  22mm Deep Impact Socket
ATD-64023  23mm Deep Impact Socket
ATD-64024  24mm Deep Impact Socket
ATD-64026  26mm Deep Impact Socket
ATD-64027  27mm Deep Impact Socket
ATD-64030  30mm Deep Impact Socket
ATD-64032  32mm Deep Impact Socket
ATD-64033  33mm Deep Impact Socket
ATD-64034  34mm Deep Impact Socket
ATD-64036  36mm Deep Impact Socket
ATD-64038  38mm Deep Impact Socket
ATD-64041  41mm Deep Impact Socket
ATD-64046  46mm Deep Impact Socket
ATD-64050  50mm Deep Impact Socket 

16 PC. 3/4” DR. 6-POINT 
METRIC DEEP IMPACT 
SOCKET SET

11 PC. 3/4” DR. 6-POINT SAE
TRUCK SERVICE IMPACT 
SOCKET SET
Set Includes:

ATD-6405

ATD-6400

ATD-6406

ATD-6404
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Set Includes:

Set Includes:
ATD-4606 6mm Impact Hex Driver
ATD-4607 7mm Impact Hex Driver
ATD-4608 8mm Impact Hex Driver
ATD-4610 10mm Impact Hex Driver
ATD-4612 12mm Impact Hex Driver
ATD-4614 14mm Impact Hex Driver
ATD-4615 15mm Impact Hex Driver
ATD-4617 17mm Impact Hex Driver
ATD-4618 18mm Impact Hex Driver
ATD-4619 19mm Impact Hex Driver

Set Includes:

10 PC. 1/2” DR. SAE
IMPACT HEX DRIVER SET

3 PC. SUPER IMPACT
REDUCER SET

10 PC. 1/2” DR. METRIC  
IMPACT HEX DRIVER SET

46 PC. INTERCHANGEABLE
IMPACT BIT DRIVER SET

Set Includes:

INDIVIDUAL IMPACT SOCKETS

Set Includes:

5 PC. 3/8” DR. IMPACT

Set Includes:

5 PC. 1/2” DR. IMPACT

2321 2721 4126

Set Includes:

8 PC. 3/4” DR. 6-POINT SAE
ADD-ON IMPACT SOCKET SETNEW

!
NEW

!

ATD-4646

ATD-4605

ATD-4625

ATD-6401

ATD-4703

ATD-2850

ATD-4701
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Set Includes:

Set Includes:

™ Ratcheting Wrench Sets feature a patented spherical spline design 

   rounded-off heads

4 PC. SAE X-LONG FLEX HEAD 
RATCHETING WRENCH SET
WITH 8 SAE SIZES

5 PC. METRIC X-LONG FLEX HEAD 
RATCHETING WRENCH SET
WITH 10 METRIC SIZES

99650

99750

FLEX HEAD

PLT-99650

PLT-99750
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Features:

™ design on box end for increased torque and reduced slippage

14 PC. 12-POINT SAE
RAISED PANEL COMBINATION
WRENCH SET

11 PC. 12-POINT METRIC
RAISED PANEL COMBINATION
WRENCH SET15 PC. 12-POINT METRIC

RAISED PANEL COMBINATION
WRENCH SET

Set Includes: Set Includes:

Set Includes:
ATD-6107   7mm Raised Panel Wrench
ATD-6108   8mm Raised Panel Wrench
ATD-6109   9mm Raised Panel Wrench
ATD-6110   10mm Raised Panel Wrench
ATD-6111   11mm Raised Panel Wrench
ATD-6112   12mm Raised Panel Wrench
ATD-6113   13mm Raised Panel Wrench
ATD-6114   14mm Raised Panel Wrench
ATD-6115   15mm Raised Panel Wrench
ATD-6116   16mm Raised Panel Wrench
ATD-6117   17mm Raised Panel Wrench

Set Includes:
ATD-6107   7mm Raised Panel Wrench
ATD-6108   8mm Raised Panel Wrench
ATD-6109   9mm Raised Panel Wrench
ATD-6110   10mm Raised Panel Wrench
ATD-6111   11mm Raised Panel Wrench
ATD-6112   12mm Raised Panel Wrench
ATD-6113   13mm Raised Panel Wrench
ATD-6114   14mm Raised Panel Wrench
ATD-6115   15mm Raised Panel Wrench
ATD-6116   16mm Raised Panel Wrench
ATD-6117   17mm Raised Panel Wrench
ATD-6118   18mm Raised Panel Wrench
ATD-6119   19mm Raised Panel Wrench
ATD-6121   21mm Raised Panel Wrench
ATD-6122   22mm Raised Panel Wrench

11 PC. 12-POINT SAE
RAISED PANEL COMBINATION
WRENCH SET

1014

POINT

POINT

POINT

POINT

INDIVIDUAL COMBINATION WRENCHES

ATD-6120 20mm Raised Panel Wrench

ATD-1014 ATD-1011

ATD-1115
ATD-1112



C
O

M
B

IN
A

T
IO

N
 W

R
E

N
C

H
 S

E
T

S

OFFSET LONG BOX WRENCH SET

4 PC. 12-POINT SAE
JUMBO RAISED PANEL
COMBINATION WRENCH SET

INDIVIDUAL JUMBO COMBINATION WRENCHES

1005

1485

Features:

7 PC. 12-POINT SAE
JUMBO RAISED PANEL
COMBINATION WRENCH SET

10 PC. 12-POINT SAE
JUMBO RAISED PANEL
COMBINATION WRENCH SET
Set Includes: Set Includes:

Set Includes:

Features:

Set Includes:

POINT POINT

POINT

POINT

ATD-1010 ATD-1006

ATD-1005

ATD-1485
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1170

Set Includes:

Set Includes:

Set Includes:

Set Includes:
ATD-1150   8mm Angle Wrench
ATD-1151   9mm Angle Wrench
ATD-1152   10mm Angle Wrench
ATD-1153   11mm Angle Wrench
ATD-1154   12mm Angle Wrench
ATD-1155   13mm Angle Wrench
ATD-1156   14mm Angle Wrench
ATD-1157   15mm Angle Wrench
ATD-1158   16mm Angle Wrench
ATD-1159   17mm Angle Wrench
ATD-1160   18mm Angle Wrench
ATD-1161   19mm Angle Wrench
ATD-1162   20mm Angle Wrench
ATD-1163   21mm Angle Wrench
ATD-1164   22mm Angle Wrench
ATD-1165   23mm Angle Wrench

Angle Wrenches are designed to work easily within limited space. 

the use of one wrench in four different positions or turning angles. 
They are also made slightly shorter than standard wrenches for 16 PC. 12-POINT METRIC

LONG PATTERN COMBINATION 
WRENCH SET

14 PC. 12-POINT SAE
LONG PATTERN COMBINATION 
WRENCH SET

14 PC. SAE FULL POLISH
ANGLE WRENCH SET

16 PC. METRIC FULL POLISH 
ANGLE WRENCH SET

1181

POINT

POINT

ATD-1170

ATD-1070

ATD-1181

ATD-1182
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Set Includes:

Set Includes:
ATD-1318  8mm Full Polish Combination Wrench
ATD-1319  9mm Full Polish Combination Wrench
ATD-1320  10mm Full Polish Combination Wrench
ATD-1321  11mm Full Polish Combination Wrench
ATD-1322  12mm Full Polish Combination Wrench
ATD-1323  13mm Full Polish Combination Wrench
ATD-1324  14mm Full Polish Combination Wrench
ATD-1325  15mm Full Polish Combination Wrench
ATD-1326  16mm Full Polish Combination Wrench
ATD-1327  17mm Full Polish Combination Wrench
ATD-1328  18mm Full Polish Combination Wrench
ATD-1329  19mm Full Polish Combination Wrench
ATD-1330  20mm Full Polish Combination Wrench
ATD-1331  21mm Full Polish Combination Wrench
ATD-1332  22mm Full Polish Combination Wrench
ATD-1333  23mm Full Polish Combination Wrench
ATD-1334  24mm Full Polish Combination Wrench

Features:

alloy steel to close tolerances. Carefully tempered and highly polished 
for years of service.

17 PC. 12-POINT SAE FULL 
POLISH COMBINATION
WRENCH SET

10 PC. 12-POINT SAE
COMBINATION WRENCH SET

10 PC. 12-POINT METRIC
COMBINATION WRENCH SET

17 PC. 12-POINT METRIC
FULL POLISH COMBINATION
WRENCH SET

Set Includes:

Set Includes:
ATD-1510 10mm Stubby Combination Wrench
ATD-1511 11mm Stubby Combination Wrench
ATD-1512 12mm Stubby Combination Wrench
ATD-1513 13mm Stubby Combination Wrench
ATD-1514 14mm Stubby Combination Wrench
ATD-1515 15mm Stubby Combination Wrench
ATD-1516 16mm Stubby Combination Wrench
ATD-1517 17mm Stubby Combination Wrench
ATD-1518 18mm Stubby Combination Wrench
ATD-1519 19mm Stubby Combination Wrench

POINT

POINT

POINT

POINT

ATD-1550

ATD-1570

ATD-1080

ATD-1180
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15 PC. SAE JUMBO
SERVICE WRENCH SET 11 PC. 3/8” DR. SAE FLARE

NUT CROWFOOT WRENCH SET

11 PC. 3/8” DR. METRIC FLARE 
NUT CROWFOOT WRENCH SET

14 PC. 1/2” DR. SAE JUMBO
CROWFOOT WRENCH SET

15 PC. METRIC JUMBO
SERVICE WRENCH SET

Set Includes:

Set Includes:

Set Includes:

Set Includes:
ATD-1409 9mm Flare Nut Crowfoot Wrench
ATD-1410 10mm Flare Nut Crowfoot Wrench
ATD-1411 11mm Flare Nut Crowfoot Wrench
ATD-1412 12mm Flare Nut Crowfoot Wrench
ATD-1413 13mm Flare Nut Crowfoot Wrench
ATD-1414 14mm Flare Nut Crowfoot Wrench
ATD-1415 15mm Flare Nut Crowfoot Wrench
ATD-1416 16mm Flare Nut Crowfoot Wrench
ATD-1417 17mm Flare Nut Crowfoot Wrench
ATD-1418 18mm Flare Nut Crowfoot Wrench
ATD-1419 19mm Flare Nut Crowfoot Wrench

Set Includes:

1420

ATD-1435

ATD-1450

ATD-1090

ATD-1190

ATD-1420
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WRENCH SET
Set Includes:

ATD-625 Set Includes:

INDIVIDUAL ADJUSTABLE WRENCHES

INDIVIDUAL PIPE WRENCHES

624

618

614

608

429

428

427

426

612

ATD-425

ATD-625
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Set Includes:
ATD-815 Straight Needle Nose Pliers

ATD-818 S-Type Offset Needle Nose Pliers

4 PC. 11” NEEDLE NOSE 
PLIERS SET

3 PC. 11” RING NOSE
PLIERS SET

814

813

ATD-813

ATD-814
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Set Includes:

7 PC. MECHANIC’S PLIERS SET

827

863

Set Includes:
ATD-864 Straight Needle Nose Pliers

3 PC. 16” NEEDLE NOSE
PLIERS SET
ATD-863

ATD-827
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Set Includes:

Set Includes:

INDIVIDUAL PLIERS

4 PC. PLIERS SET

3 PC. TONGUE & GROOVE 
PLIERS SET

856

837

808

833

824

830

826

ATD-824

ATD-833
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Features:

Features:

7-8mm auto ignition terminals

CURVED HANDLE WIRE 
STRIPPERS

WIRE STRIPPING & 
CRIMPING PLIERS

WIRE STRIPPER

Features:

   rust protection

1990

1992

1996

Features:

8579

ATD-1990

ATD-1992

ATD-1996

ATD-8579



Features:

   and steel tubing

Features:

   and steel tubing without kinking or collapsing

BENDER
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Features:

   copper, steel or aluminum tubing

4-IN-1 TUBING BENDER

912

5472

5479

Features:

Features:

3 PC. HOSE PINCH-OFF PLIERS SET

RADIATOR HOSE PINCH-OFF PLIERS

5380

5465

ATD-5465

ATD-5380

ATD-912

ATD-5472

ATD-5479
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Set Includes:
ATD-91501 .038 - Straight Tip Pliers

ATD-91504 .047 - Straight Tip Pliers

ATD-91507 .070 - Straight Tip Pliers

ATD-91510 .090 - Straight Tip Pliers

INTERNAL/EXTERNAL
SNAP RING PLIERS SET

12 PC. INTERNAL/EXTERNAL 
FIXED TIP SNAP RING PLIERS SET

   replaceable tips

Set Includes:

5466

915

ATD-915

ATD-5466
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Set Includes:

Features:

   peel-resistant surface

   and oil for longer tool life

Set Includes:

22 PC. SCREWDRIVER SET 
WITH 16 PC. BIT SET

13 PC. PROFESSIONAL 
SCREWDRIVER SET

8 PC. SCREWDRIVER SET

Set Includes:

6265

6255

6198

ATD-6265

ATD-6255

ATD-6198
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ATD Nut Driver Sets Feature:

Features:

Set Includes:

Set Includes:
ATD-6316 6mm Nut Driver
ATD-6310 7mm Nut Driver
ATD-6311 8mm Nut Driver
ATD-6312 9mm Nut Driver
ATD-6313 10mm Nut Driver
ATD-6314 11mm Nut Driver
ATD-6315 12mm Nut Driver

Set Includes:

18 PC. SCREWDRIVER SET

7 PC. METRIC NUT DRIVER SET

7 PC. SAE NUT DRIVER SET

6258

6257

6256

ATD-6256

ATD-6257

ATD-6258
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580
22 Pc. Set

584 585

586

590
3 Pc. Set

596

595

594

ATD-574 
10 PC. SAE T-HANDLE

ATD-575 
10 PC. METRIC

ATD-576 
10 PC. STAR
T-HANDLE SET

ATD-590 
25 PC. SAE, METRIC & STAR

ATD-586 

ATD-580 
22 PC. SAE & METRIC LONG

Number Description Includes 

ATD-575 10 Pc. MM T- Handle Hex Key Set 2mm, 2.5mm, 3mm, 4mm, 5mm, 5.5mm, 6mm, 8mm, 10mm
ATD-576 10 Pc. Star T-Handle Set T7, T8, T9, T10, T15, T20, T25, T27, T30, T40

Number Description Includes 
Set includes: ATD-584, ATD-585

Set includes: ATD-594, ATD-595, ATD-596

ATD-596 8 Pc. Star Folding Key Set T9, T10, T15, T20, T25, T27, T30, T400



4035
5 Pc. Set

4045
5 Pc. Set

NON-SPARKING BRASS HAMMERS 
WITH FIBERGLASS HANDLES

Set Includes:

Set Includes:

ATD-4095 1 lbs. Dead Blow Hammer
ATD-4096 2 lbs. Dead Blow Hammer

Set Includes:

ATD-4041 3 lbs. Sledge Hammer
ATD-4042 3 lbs. Cross Pein Hammer

40
36 40

37

40
38 40

39 40
40

40
38

40
67

40
40

40
41

40
42

40
43

4082
3 Pc. Set

40
94 40

95

40
96

H
A

M
M

E
R

S 5 PC. BALL PEIN HAMMER SET
WITH FIBERGLASS HANDLES

3 PC. DEAD BLOW HAMMER SET

5 PC. HAMMER SET WITH
FIBERGLASS HANDLES

ATD-4035

ATD-4045

ATD-4082 

ATD-4067 2 lbs. Non-Sparking Brass Hammer with Fiberglass Handle
ATD-4068 3 lbs. Non-Sparking Brass Hammer with Fiberglass Handle
ATD-4069 5 lbs. Non-Sparking Brass Hammer with Fiberglass Handle



4050, 4052, 4053, 4054

4048

4076

4078

4059

4056, 4058, 4060

HAMMERS WITH INDESTRUCTIBLE HANDLES
*
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S
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Features:

   mushrooming

Features:

   mushrooming

Set Includes:

Set Includes:

20 PC. PUNCH
& CHISEL SET

Set Includes:

29 PC. PUNCH
& CHISEL SET

3 PC. NON-SPARKING
BRASS PUNCH SET

4075

729

720

ATD-720

ATD-729

ATD-4075



Features:

   defective material and workmanship

These punches speed up pin removal, they center perfectly and 
eliminate damage to pin and hole wall.

3 PC. LONG TAPER PUNCH SET

8 PC. PUNCH & CHISEL SET

5 PC. ROLL PIN PUNCH SET

5 PC. PIN PUNCH SET

Set Includes:

Set Includes:

Set Includes:Features:
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6394

762

761

760

759

ATD-759

ATD-760

ATD-761

ATD-762

ATD-6394



S
C

R
A

P
E

R
S

   blades provide hardened edges that remain sharp
   and durable

   selection of red and blue scrapers

Set Includes:

50 PC. RAZOR BLADE SCRAPERS

50 PC. MINI SCRAPERS

2 PC. MULTI-PURPOSE CUTTERS

7527

892

8555

8803

8545

NEW
!

NEW
!

ATD-8545

ATD-8803

ATD-8555

ATD-7527

ATD-892
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AUTO-LOAD RETRACTABLE

FOLDING LOCK BACK 

13-POINT SNAP KNIFE

18” PROFESSIONAL
URETHANE CUT OUT KNIFE

24” URETHANE CUT OUT KNIFE

8562

8800

8802

8801

8563

ATD-8800

ATD-8802

ATD-8801

ATD-8562

ATD-8563
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   excess sealer, adhesive and caulking from glass

   for use on plastic laminated windshields

INSPECTION STICKER
REMOVER TOOL

LONG REACH RAZOR
BLADE SCRAPER

   without scratching

BLADES DISPENSER

.009” SINGLE EDGE RAZOR BLADES

.012” SINGLE EDGE RAZOR BLADES

8547

8549

8533

8813

8546 8541

ATD-8547

ATD-8549

ATD-8813
ATD-8533

ATD-8546

ATD-8812 ATD-8541
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Features:

Set Includes:

5 PC. SCRAPER & PICK SET

3 PC. STAINLESS STEEL
SCRAPER SET
Features:

9 PC. SCRAPER, HOOK & PICK SET

Set Includes: 

8560

8426

8424

ATD-8424

ATD-8426

ATD-8560
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Set Includes:

Features:

   or tubes

   for easy and quick changes

Uses:

Features:

Set Includes:

   yet hold desired position

20 PC. TWISTED WIRE
TUBE BRUSH SET

13” SCRATCH BRUSH

4 PC. TAPE MEASURE SET

2” X 3-1/2” RECTANGULAR MIRROR
WITH TELESCOPING HANDLE

10” SCRATCH BRUSH 14” SCRATCH BRUSH

ATD-8320

ATD-8239 ATD-8256 ATD-8257

ATD-333

ATD-330
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BIT SETS
Hex - 3/8”  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Mortorq® - 3/8”  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
Phillips - 3/8” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Security . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
Slotted - 3/8”  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Star- 3/8” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

BIT SOCKETS & SETS

External Star Socket, Deep . . . . . . . . . . . . . . . . . . . . . . . . . 10
External Star Socket, Standard . . . . . . . . . . . . . . . . . . . . 9, 10
Hex Bit Socket, Standard  . . . . . . . . . . . . . . . . . . . . . . . 12, 13
Ribe Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12
Spline Bit Socket, Triple Square . . . . . . . . . . . . . . . . . . . . . 12
Spline Bit Socket, X-Long Triple Square . . . . . . . . . . . . . . . 12
Star Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . . . . . . 9, 10
Star Bit Socket, 6-Lobe Tamper-Resistant  . . . . . . . . . . . 9, 11
Star Plus Bit Socket, 5-Lobe Tamper-Resistant  . . . . . . . 9, 11
Star Plus Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . . 9, 11

External Star Socket, Deep . . . . . . . . . . . . . . . . . . . . . . . . 10.
External Star Socket, Standard . . . . . . . . . . . . . . . . . . . . 9, 10
Hex Bit Socket, Standard  . . . . . . . . . . . . . . . . . . . . . . . 12, 13
Hex Bit Socket, X-Long . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13
Mortorq® Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
Phillips Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Pozi Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Ribe Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12
Slotted Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Spline Bit Socket, Tamper-Resistant Triple Square  . . . . .  .12
Spline Bit Socket, Tamper-Resistant X-Long Triple Square  . 12
Spline Bit Socket, Triple Square . . . . . . . . . . . . . . . . . . . . . 12
Spline Bit Socket, X-Long Triple Square . . . . . . . . . . . . . . . 12
Star Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . 5, 9, 10, 14
Star Bit Socket, 6-Lobe Tamper-Resistant  . . . . . . . . . . . 9, 11
Star Bit Socket, 6-Lobe X-Long Standard . . . . . . . . . . . . . . 10
Star Plus Bit Socket, 5-Lobe Tamper-Resistant  . . . . . . . 9, 11
Star Plus Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . . 9, 11
Star Plus Bit Socket, 6-Lobe X-Long Tamper-Resistant . .  .11

External Star Socket, Deep . . . . . . . . . . . . . . . . . . . . . . . . . 10
External Star Socket, Standard . . . . . . . . . . . . . . . . . . . . 9, 10
Hex Bit Socket, Large Size . . . . . . . . . . . . . . . . . . . . . . . . . 14
Hex Bit Socket, Standard  . . . . . . . . . . . . . . . . . . . . . . . 12,13
Ribe Bit Socket  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12
Spline Bit Socket, Tamper-Resistant Triple Square  . . . .  . .12
Spline Bit Socket, Tamper-Resistant X-Long Triple Sq. .  . .12
Star Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . . . 9, 10, 14
Star Bit Socket, 6-Lobe Tamper-Resistant  . . . . . . . . . . . 9, 11
Star Plus Bit Socket, 5-Lobe Tamper-Resistant  . . . . . . . 9, 11
Star Plus Bit Socket, 6-Lobe Standard  . . . . . . . . . . . . . . 9, 11

BLADES
Blade, Utility Knife (5 pack) . . . . . . . . . . . . . . . . . . . . . . . . . 44
Blade, Utility Knife (100 pc. Dispenser) . . . . . . . . . . . . . . . . 44
Blade, Single Edge Razor, .009  . . . . . . . . . . . . . . . . . . . . . 44
Blade, Single Edge Razor, .012  . . . . . . . . . . . . . . . . . . . . . 44
Blade, Polyguard Scraper . . . . . . . . . . . . . . . . . . . . . . . . . . 44

Brake Caliper Bit Sockets  . . . . . . . . . . . . . . . . . . . . . . . . 14

BRUSHES
Brushes, Scratch . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46
Brushes, Twisted Wire Tube . . . . . . . . . . . . . . . . . . . . . . . . 46

CHROME SOCKETS

Chrome Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 8
Chrome Bit Coupler . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 6
Chrome Extension, Wobble . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Flex Handle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Ratchet, Quick Release Teardrop . . . . . . . . . . . . 5,6
Chrome Sliding T-Bar  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Socket, 6-Point Deep - SAE & Metric  . . . . . . . . . 5, 6
Chrome Socket, 6-Point - SAE & Metric . . . . . . . . . . . . . . 5, 6
Chrome Spinner Handle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Chrome Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 8
Chrome Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 6, 8
Chrome Extension, Wobble . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Flex Handle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 8
Chrome Flex Ratchet Handle  . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Ratchet, Quick Release Teardrop . . . . . . . . . . . . 5, 6
Chrome Sliding T-Bar  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Socket, 12-Point Deep, SAE & Metric . . . . . . . . . . . 6

Chrome Socket, 12-Point - SAE & Metric . . . . . . . . . . . . . . . 6
Chrome Socket, 6-Point Deep - SAE & Metric  . . . . . . . . . 5, 6
Chrome Socket, 6-Point - SAE & Metric . . . . . . . . . . . . . . 5, 6
Chrome Socket, Flex - SAE & Metric  . . . . . . . . . . . . . . . . . . 8
Chrome Spark Plug Sockets . . . . . . . . . . . . . . . . . . . . . . . . . 5
Chrome Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Chrome Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 7
Chrome Extension, Wobble . . . . . . . . . . . . . . . . . . . . . . . . . . 7
Chrome Flex Handle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7, 8
Chrome Ratchet, Quick Release Teardrop . . . . . . . . . . . . 5, 7
Chrome Sliding T-Bar  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Socket, 6-Point Deep - SAE  . . . . . . . . . . . . . . . . . . 6
Chrome Socket, 6-Point - SAE & Metric . . . . . . . . . . . . . . 5, 7
Chrome Spark Plug Sockets . . . . . . . . . . . . . . . . . . . . . . . . . 7
Chrome Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

Chrome Breaker Bar . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7
Chrome Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7
Chrome Ratchet, Quick Release Teardrop . . . . . . . . . . . . . . 7
Chrome Socket, 6-Point - SAE  . . . . . . . . . . . . . . . . . . . . . . . 7

Chrome Adapter - 3-Way . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Adapter Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Chrome Stud Remover Set . . . . . . . . . . . . . . . . . . . . . . . . . 8

HAMMERS
Ball Pein, Fiberglass Handle . . . . . . . . . . . . . . . . . . . . . . . . 38
Ball Pein, Indestructible Handle . . . . . . . . . . . . . . . . . . . . . . 39
Cross Pein, Fiberglass Handle  . . . . . . . . . . . . . . . . . . . . . . 38
Dead Blow . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38
Handles, Replacement Hickory . . . . . . . . . . . . . . . . . . . . . . 39
Non-Sparking Brass, Fiberglass Handle . . . . . . . . . . . . . . . 38
Rubber Mallet, Fiberglass Handle . . . . . . . . . . . . . . . . . . . . 38
Sledge, Fiberglass Handle  . . . . . . . . . . . . . . . . . . . . . . . . . 38
Sledge, Indestructible Handle . . . . . . . . . . . . . . . . . . . . . . . 39

IMPACT SOCKETS

Impact Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15
Impact Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15
Impact Socket, 6-Point Deep - SAE & Metric  . . . . . . . . . . . 15
Impact Socket, 6-Point - SAE & Metric . . . . . . . . . . . . . . . . 15
Impact Socket, 6-Point Universal - SAE & Metric . . . . . . . . 15
Impact Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15

Impact Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21
Impact Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16, 21
Impact Socket, 6-Point Deep - SAE & Metric  . . . . . . . . 16, 21
Impact Socket, 6-Point - SAE & Metric . . . . . . . . . . . . . 16, 17
Impact Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . 16, 21

Impact Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21
Impact Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18, 21
Impact Hex Driver - SAE & Metric . . . . . . . . . . . . . . . . . . . . 21
Impact Socket, 6-Point Deep - SAE & Metric  . . . . . . . . 18-19
Impact Socket, 6-Point Flip - SAE & Metric . . . . . . . . . . . . . 18
Impact Socket, 6-Point  - SAE & Metric . . . . . . . . . . . . . 18, 21
Impact Universal Joint . . . . . . . . . . . . . . . . . . . . . . . . . . 19, 21

Impact Adapter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21
Impact Extension . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20
Impact Ratchet Repair Kit . . . . . . . . . . . . . . . . . . . . . . . . . . 20
Impact Ratchet, Quick Release Teardrop . . . . . . . . . . . . . . 20
Impact Sliding T-Bar  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20
Impact Socket, 6-Point Deep - SAE & Metric  . . . . . . . . 20, 21
Impact Socket, 6-Point SAE - 3/4  . . . . . . . . . . . . . . . . . . . . 18
Impact Socket, Truck Service - Square  . . . . . . . . . . . . 17, 20
Impact Socket, Truck Service 6-Point . . . . . . . . . . . . . . . . . 20

Impact Socket, 6-Point SAE  . . . . . . . . . . . . . . . . . . . . . . . . 18
Impact Socket Truck Service - Square  . . . . . . . . . . . . . . . . 18
Impact Socket Truck Service, 6-Point X-Deep Thin Wall  . . 18
Impact Socket Truck Service, 6-Point . . . . . . . . . . . . . . . . . 18

Impact Reducer Set  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21

Inspection Mirrors . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46

KEY SETS
Folding, Metric . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
Folding, SAE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
Folding, Star  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
Long Arm Ball End, Metric . . . . . . . . . . . . . . . . . . . . . . . . . . 37

Long Arm Ball End, SAE . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
Long Arm, Star  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
T-Handle Hex Key, Metric . . . . . . . . . . . . . . . . . . . . . . . . . . 37
T-Handle Hex Key, SAE . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
T-Handle, Star . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37

KNIVES
Knife, Snap Blade . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 43
Knife, Urethane Cut-Out  . . . . . . . . . . . . . . . . . . . . . . . . . . . 43
Knife, Utility . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 43

Multi-Purpose Cutters  . . . . . . . . . . . . . . . . . . . . . . . . . . . 42
 . . . . . . . . . . . . . . . . . . . . . . . . 36

PLIERS
Plier, Body Clip  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32
Plier, Crimping & Cutting . . . . . . . . . . . . . . . . . . . . . . . . 30-32
Plier, Diagonal Cutting . . . . . . . . . . . . . . . . . . . . . . . . . . 30-31
Plier, Hose Pinch Off . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33
Plier, Linesman . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30

 . . . . . . . . . . . . . . . . . . . . . . . . . 29, 30
 . . . . . . . . . . . . . . . . . . . . . . . . . 29, 30

Plier, Needle Nose Straight . . . . . . . . . . . . . . . . . . . . . . 29, 30
Plier, Needle Nose S-Type Offset . . . . . . . . . . . . . . . . . . . . 29
Plier, Needle Nose with Cutter  . . . . . . . . . . . . . . . . . . . 30-31
Plier, Ring Nose . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29
Plier, Slip Joint . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30-31
Plier, Snap Ring . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34
Plier, Tongue & Groove . . . . . . . . . . . . . . . . . . . . . . . . . 30-31
Plier, Tubing Bender . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33
Plier, Wire Stripping . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32

Pry Bars  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41

PUNCH & CHISELS
Punch & Chisel Sets . . . . . . . . . . . . . . . . . . . . . . . . . . . 40, 41
Punch Set, Long Taper . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41
Punch Set, Assorted . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41
Punch Set, Roll Pin . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41
Punch Set, Non-Sparking Brass . . . . . . . . . . . . . . . . . . . . . 40

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44

SCRAPERS
Scraper, Hook and/or Pick Set  . . . . . . . . . . . . . . . . . . . . . . 45
Scraper, Inspection Sticker Remover Tool  . . . . . . . . . . . . . 45
Scraper, Long Reach Razor Blade . . . . . . . . . . . . . . . . 42, 44
Scraper, Mini - Fishbowl Display . . . . . . . . . . . . . . . . . . . . . 42
Scraper, Razor Blade - Fishbowl Display  . . . . . . . . . . . . . . 42
Scraper, Retractable Safety  . . . . . . . . . . . . . . . . . . . . . . . . 42
Scraper, Stainless Steel Set . . . . . . . . . . . . . . . . . . . . . . . . 45
Scraper, Utility Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42

Screwdrivers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35, 36
Socket Rails . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Spark Plug Sockets . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 6, 7
Stud Remover Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
Tape Measures  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46
Torsion Impact Bit Set  . . . . . . . . . . . . . . . . . . . . . . . . . . . 13
Tubing Benders . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32, 33

 . . . . . . . . . . . . . . . . . . . . . . . . . 44
Wire Strippers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32

WRENCHES
Adjustable . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
Angle - Full Polish SAE & Metric . . . . . . . . . . . . . . . . . . . . . 25
Combination -12-Point Full Polish SAE & Metric . . . . . . . . . 26
Combination -12-Point Full Polish Stubby SAE & MM  . . . . 26
Combination -12-Point Jumbo Raised Panel SAE & MM . . 24
Combination -12-Point Long Pattern SAE & Metric . . . . . . . 25
Combination -12-Point Raised Panel SAE & Metric  . . . . . . 23
Crowfoot - Flare Nut SAE & Metric . . . . . . . . . . . . . . . . . . . 27
Crowfoot - Jumbo SAE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27
Long Box - Zero Offset SAE . . . . . . . . . . . . . . . . . . . . . . . . 24
Pipe . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
Service - Jumbo SAE & Metric  . . . . . . . . . . . . . . . . . . . . . . 27
Torque . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,4
X-Long Ratcheting Metric  . . . . . . . . . . . . . . . . . . . . . . . . . . 22
X-Long Ratcheting - Flex Head SAE & Metric . . . . . . . . . . . 22



SEE PAGE 13 

FOR MORE IN
FORMATION

SEE PAGE 3 

FOR MORE IN
FORMATION

USA MADE TORQUE WRENCHES

Set Includes:

50 PC. TORSION IMPACT BIT SET
ATD-551

3/8” Dr., 30-250 in.-lbs.
ATD-2501
1/2” Dr., 30-250 ft.-lbs.
ATD-2504
3/4” Dr., 100-600 ft.-lbs.
ATD-2505
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42”     STORAGE
COMBINATION

Overall: 40-1/2” W x 18-3/16” H x 18-1/8” D
Left Bank Drawers:
(3) Drawers: 22-15/16” W x 1-7/8” H x 16-1/4” D
(2) Drawers: 22-15/16” W x 3” H x 16-1/4” D
Right Bank Drawers:
(3) Drawers: 10-7/8” W x 1-7/8” H x 16-1/4” D
(2) Drawers: 10-7/8” W x 3” H x 16-1/4” D
Load Rating: 1320 lbs.
Load Rating per Drawer: 120 lbs.
Shipping Weight: 119 lbs.

10-drawer chest

ATD-7090

Overall: 43-9/16” W x 38-5/8” H x 18-7/8” D
Top Drawer: 37-3/8” W x 4” H x 16-1/4” D
Left Bank Drawers:
(1) 22-15/16” W x 1-7/8” H x 16-1/4” D
(4) 22-15/16” W x 3” H x 16-1/4” D
(1) 22-15/16” W x 4-3/16” H x 16-1/4” D
Right Bank Drawers:
(2) 10-7/8” W x 3” H x 16-1/4” D
(1) 10-7/8” W x 4-3/16” H x 16-1/4” D
(1) 10-7/8” W x 8-7/16” H x 16-1/4” D
Load Rating: 1100 lbs.
Load Rating per Drawer: 100 lbs.
Shipping Weight: 175 lbs.

11-DRAWER CABINET

ATD-7091

Overall: 15-3/8” W x 52” H x 18-3/4” D
Inside Dimension: 15-1/4” W x 48-1/8” H x 18” D
Shelf Dimension (2 fixed): 15-1/8” W x 5/8” H x 17-3/8” D 
Max. Load Rating: 200 lbs.
Load Rating per Shelf: 50 lbs.
Shipping Weight: 57 lbs.

full SIDE locker

ATD-7178

• Ball bearing slides on all drawers
• High security locks
• Double wall steel construction
• High gloss powder coat scratch-resistant paint
• Chromed aluminum drawer handle and corner trim
• Heavy-duty 5” x 2” casters (2 swivel/2 rigid) with toe locks
• Pre-cut anti-skid drawer liners included
• Gas struts for ease in opening and closing the lid
• Red, black, blue and orange color options

Chromed
aluminum

drawer
handles

COLOR OPTIONS
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Pictured: ATD-7090 10-Drawer Chest atop the ATD-7091 11-Drawer Cabinet with the ATD-7178 Full Side Locker

Chromed
aluminum trim

Powder coated
scratch-resistant

paint

Chromed
aluminum

drawer
handles

Heavy-duty handle for 
maneuverability

Gas struts

5” x 2” wheels with toe locks

BALL 
BEARING
SLIDES High security locks
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56”     STORAGE
COMBINATION

Overall: 55-3/16” W x 18-1/4” H x 23-7/8” D
Top Shelf: 54-7/8” W x 3-9/16” H x 23-3/8” D
Left Bank Drawers:
(2) 32-5/8” W x 1-11/16” H x 22” D
(2) 32-5/8” W x 3-7/8” H x 22” D
Right Bank Drawers:
(1) 15-3/4” W x 3-7/8” H x 22” D
(1) 15-3/4” W x 8-1/4” H x 22” D
Load Rating: 720 lbs.
Load Rating per Drawer: 120 lbs.
Shipping Weight: 180 lbs.

56” 6-drawer chest

ATD-7171

Overall: 58-1/2” W x 38-7/8” H x 24-1/2” D
Top Drawer: 51-7/8” W x 4-3/16” H x 22” D (double slides)
Left Bank Drawers: 
(2) 33-5/8” W x 3-1/16” H x 22” D
(3) 33-5/8” W x 4-3/16” H x 22” D
Right Bank Drawers:
(3) 16-1/2” W x 2” H x 22” D
(1) 16-1/2” W x 12” H x 22” D (double slides)
Load Rating: 2400 lbs.
Load Rating per Drawer: 120 lbs.
Load Rating for long drawer and 12” deep drawer: 185 lbs.
Shipping Weight: 320 lbs.

56” 10-DRAWER CABINET

ATD-7172

Overall: 15-5/8” W x 49-5/16” H x 25-7/16” D
Inside Dimension: 15-5/16” W x 48-7/32” H x 24-3/8” D
Shelf Dimension: 15-7/32” W x 17/32” H x 23-5/32” D
Maximum Load Rating: 200 lbs.
Load Rating per Shelf: 50 lbs.
Shipping Weight: 73 lbs.

full SIDE locker

ATD-7180

• Ball bearing slides on all drawers
• High security locks
• Double wall steel construction
• High gloss powder coat scratch-resistant paint
• Chromed aluminum drawer handle and corner trim
• Heavy-duty 5” x 2” casters (2 swivel/2 rigid) with toe locks
• Pre-cut anti-skid drawer liners included
• Gas struts for ease in opening and closing the lid
• Red, black, blue and orange color options

Chromed
aluminum trim

COLOR OPTIONS
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BALL 
BEARING
SLIDES

STORAGE
COMBINATION

Pictured: ATD-7171 6-Drawer Chest atop the ATD-7172 10-Drawer Cabinet with the ATD-7180 Full Side Locker

Chromed
aluminum trim

Powder coated
scratch-resistant paint

Chromed
aluminum

drawer
handles Heavy-duty handle for 

maneuverability

Gas struts

5” x 2” Wheels with toe locks

High security locks
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• Ball bearing slides on all drawers (250 lbs. load rating per set)
• (6) 6” x 2” casters (4 swivel, 2 rigid) with a load rating of 900 lbs. each
• High gloss powder coat scratch-resistant paint
• Chrome plated handles on both sides of the cabinet
• Heavy-duty 14 Ga. under carriage channels
• 3/8” rubber top mat     working surface
• Full width drawer pulls
• Pre-cut anti-skid drawer liners
• Red, black and blue color options

Overall: 80-1/16” W x 40-3/8” H x 24-11/16” D
Long Top Drawer: 51-7/8” W x 3-13/16” H x 22” D (double slides)
Left Bank Drawers:
(2) 32-5/8” W x 2-3/4” H x 22” D
(1) 32-5/8” W x 3-7/8” H x 22” D
(1) 32-5/8” W x 8-1/4” H x 22” D (double slides)
Center Bank Drawers:
(2) 15-3/4” W x 2-13/16” H x 22” D
(1) 15-3/4” W x 3-7/8” H x 22” D
(1) 15-3/4” W x 8-1/4” H x 22” D (double slides)

Right Bank Drawers:
(1) 15-3/4” W x 3-7/8” H x 22” D
(4) 15-3/4” W x 1-11/16” H x 22” D
(1) 15-3/4” W x 12-5/8” H x 22” D (double slides)
Load Rating: 1500 lbs.
Load Rating (on 53” W x 8” or 12” H) Drawers: 185 lbs.
Load Rating per Drawer: 100 lbs.
Shipping Weight: 529 lbs.

75” HEAVY-DUTY ROLLER CABINET

ATD-7275

COLOR OPTIONS

     H/D ROLLER 
CABINET75”

BALL 
BEARING
SLIDES

Heavy-duty handles for 
maneuverability

3/8” rubber top mat 
working surface

Powder coated
scratch-resistant
paint

(6) 6” x 2” wheels
(4) with toe locks

Chromed
aluminum trim

& drawer h      andles
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PROFESSIONAL
TOOL CARTS

Right Bank Drawers:
(1) 15-3/4” W x 3-7/8” H x 22” D
(4) 15-3/4” W x 1-11/16” H x 22” D
(1) 15-3/4” W x 12-5/8” H x 22” D (double slides)
Load Rating: 1500 lbs.
Load Rating (on 53” W x 8” or 12” H) Drawers: 185 lbs.
Load Rating per Drawer: 100 lbs.
Shipping Weight: 529 lbs.

ATD-7045 - RED

ATD-7046 - BLACK

ATD-7047 - BLUE

• Heavy-duty all steel construction
• Gas struts to keep lid open
• Locking screwdriver and prybar holder
• Professional barrel key lock
• Quality ball bearing slides for smooth & easy opening/closing
• Oil resistant heavy-duty 5” x 1-1/4” casters - 2 locking/2 non-locking
• Convenient handle can be installed on either end for easy maneuvering

Overall Dimensions: 30-7/8” W x 20-1/2” D x 40-1/2” H
Lockable Capacity: 8645 cu. in.
Top Bin: 29-1/8” W x 19” D x 6” H (3320 cu. in.)
(2) Top Drawers: 12-1/4” W x 17-1/2” D x 3” H (each 643 cu. in.)
Third Drawer: 25-5/8” W x 17-1/2” D x 3” H (1348 cu. in.)
Fourth Drawer: 25-5/8” W x 17-1/2” D x 6” H (2691 cu. in.)
Bottom Tray: 29-3/4” W x 19-1/8” D x 3” H
10-3/8” between bottom tray and fourth drawer
Max. Weight Capacity: 500 lbs.
Total Weight: 145 lbs.

COLOR OPTIONS

H/D ROLLER 
CABINET

500
LBS.

• Full-extension gas struts support till compartment lid
• HMC high security tubular locking system with keys
• 3.2 mil epoxy-polyester powder coat paint finish
• (4) 5” x 2” swivel casters: (2) with wheel brakes
• Removable 416mm ball-bearing drawer slides
• Bottom drawer features (4) drawer slides for

increased weight capacity
• Full-length, aluminum drawer pulls
• Foam drawer liners included
• Heavy-duty push handle
• Shipping weight: 210 lbs.

WIDE DEEP HIGH CAPACITY SLIDES
Overall: 31” 20-1/2” 39-1/4” - -
(2) Drawers: 11-5/8” 17-1/4” 2-1/4” .26 cu. ft. 2
(4) Drawers: 25-3/8” 17-1/4” 2-1/4” .57 cu. ft. 2 
(1) Drawer: 25-3/8” 17-1/4” 5-5/8” 1.42 cu. ft. 4 
Top Till: 30” 19” 7-1/2” 2.47 cu. ft. -

7-DRAWER FLIP-TOP TOOL CART

ATD-70400 - GREEN

ATD-70401  - BLACK

PROFESSIONAL 4-DRAWER SERVICE CARTS

20104_Tool Storage_2016.indd   7 3/16/16   10:19 AM



2-SHELF
HEAVY-DUTY
SERVICE CART

Overall: 30-1/4” W x 16-1/2” D x 35-3/4” H
Upper Tray: 30” W x 16” D x 3” H
Lower Tray: 30” W x 16” D x 3” H
Wheels: (4) 4” x 1” (2 locking)
Capacity: 350 lbs.
Shipping Weight: 53 lbs.

2-SHELF HEAVY-DUTY SERVICE CART

ATD-7020

Overall: 16” W x 10-7/8” H x 3-1/2” D
Capacity: 30 lbs.
• (26) slots provide a secure place to store extra-long

screwdrivers and pry bars
• Can be mounted on most storage units or carts

SCREWDRIVER/PRY BAR HOLDER

WITH LOCK & KEY

ATD-7138

Overall: 28” W x 5-1/2” H x 15-1/2” D
• Can mount on most carts with inner dimensions

of 28” wide x 14” or more deep

(2) KEY LOCKING STORAGE DRAWER

ATD-7021

Overall: 15-1/2” W x 1-3/4” H x 16-1/2” D 
Capacity: 30 lbs.
• Hangs on any 18” deep roller cabinet or cart
• Folds away when not in use

FOLDING SHELF

ATD-7022

Optional Add-Ons for the ATD-7020:

Pictured ATD-7020 Cart with optional add-ons: ATD-7138 Screwdriver/Prybar Holder, ATD-7022 
Folding Shelf and ATD-7021 (2) Key Locking Storage Drawer. Tools in photo are not included.
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350
LBS.

3” deep shelves
Durable powder coat finish
16 Ga. chromed steel frame

Large, easy to maneuver 
casters - 2 with toe locks
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2-SHELF
HEAVY-DUTY
SERVICE CART

(2) KEY LOCKING STORAGE DRAWER

FOLDING SHELF

Overall: 30” W X 16” D X 31-1/8” H

2-SHELF HEAVY-DUTY

PLASTIC UTILITY CART

ATD-7016

Overall: 32” W X 18” D X 47” H

3-SHELF HEAVY-DUTY

PLASTIC UTILITY CART

ATD-7017

BOTH CARTS FEATURE:
• Capacity 300 lbs.
• Trays are 3-1/2” deep
• Two handles so cart can be pushed or

pulled from either side
• Four 3-7/8” x 7/8” heavy-duty swivel

casters (2 locking)
• Tread will not mar floors

HEAVY-DUTY
PLASTIC UTILITY CARTS

300
LBS.

(2) handles so cart can be pushed
or pulled from either side

3-7/8” x 7/8” heavy-duty
swivel casters - 2 locking

Tread will not mar floors

Trays are
3-1/2” deep
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72”     PROFESSIONAL
WORKBENCH

Overall: 71-3/4” W x 25-3/4” D x 34-13/16” H
Shipping Weight: 107 lbs.

PROFESSIONAL WORKBENCH

HEAVY-DUTY WORK TABLE

ATD-7009BU

• Top tray dimensions are 29” W x 20” L x 1” D with a
new feature designed to house working air tools and
a standard screwdriver and prybar holder

• Separated into (4) compartments with 1” deep trays:
(1) Main Compartment: 29” W x 16-7/8” L X 1” D
(3) Small Compartments: 9-1/2” W x 2-3/4” L X 1” D

• Capacity: 220 lbs.
• Includes 1-7/8” deep drawer and top tray liner

ATD-7012

HEAVY-DUTY
WORK TABLE

HEAVY-DUTY STEEL WORKBENCH SUITABLE FOR USE IN PROFESSIONAL GARAGES,

SERVICE FACILITIES AND INDUSTRIAL APPLICATIONS

Heavy-duty steel construction

High gloss powder coat 
scratch-resistant paint

Framing is powder 
coated and
constructed of 
heavy gauge steel

Easy to assemble

Table height adjusts 
from 34” to 47-3/4”

2” swivel casters for 
easy mobility

Rubber corner
bumpers protect
surfaces from
being damaged

Back and side roll-off panel prevents tools 
and hardware from rolling off the bench

Overall: 29” W X 20” D X 34” H
Drawer: 12” W X 1-7/8” D X 13.5” L

220
LBS.
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PROFESSIONAL
WORKBENCH

SOFT SIDE 
TOOL BAG

STAINLESS
STEEL
MAGNETIC
TRAYS

PLATED
STEEL
SOCKET
RAILS

Overall: 20-1/2” W x 9-1/2” D x 10” H
• Constructed of heavy-duty canvas with

wide-mouth opening
• Durable, heavyweight zipper, heavy-duty canvas

handle and adjustable shoulder strap
• Heavy-duty stitching for secure storage and durability
• (8) inside pockets, (10) outside pockets
• Reinforced bottom with (5) rubber feet keeps bag

off the floor in wet environments
• Spacious interior storage area
• Maximum Capacity: 40 lbs.

ATD-22

• Great for small parts, fasteners and tools
• Can be used horizontally, vertically or even upside down
• Strong magnets with rubber scratch guards

• Durable plated steel rails with (16) slide-on clips that hold sockets tight
• Screw holes for attaching to wall or cabinet

ATD-8762
Overall: 11-1/2” W x 10-1/2” L x 1” Deep
• (4) strong magnets with rubber scratch guards

ATD-8760
Overall: 5-7/8” Diameter x 1” Deep
• (1) strong magnet with rubber

scratch guard

ATD-8761
Overall: 9-3/8” W x 5-3/8” L x 1” Deep
• (2) strong magnets with rubber scratch guards

ATD-316
3-Piece Socket Rail Set - includes (1) each 1/4”, 3/8” and 1/2” socket rails
(also available separately)

ATD-311
1/4” Socket Rail

ATD-312
3/8” Socket Rail

ATD-314
1/2” Socket Rail

ATD-8763
Overall: 14” W x 6-1/4” L x 1” Deep
• (3) strong magnets with rubber scratch guards
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HEAVY-DUTY WORK TABLE

ATD-7012

7-DRAWER FLIP-TOP TOOL CART

ATD-70400

75” H/D ROLLER  CABINET

ATD-7275

SEE PAGE 6 FOR MORE INFORMATION

SEE PAGE 7 FOR MORE INFORMATION

SEE PAGE 10 FOR MORE INFORMATION
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Perfect for use under hood or for vehicle interior illumination
30 super-bright white SMD LED bulbs provide 1200 lumens
Telescoping and ratcheting brackets allow perfect positioning 
of light
Padded hooks extend from 47” to 75” wide
(2) Brightness modes - 1,200 lumens (high), 600 lumens (low)
25’ 18/2 SJTOW oil resistant cord is approved for indoor/outdoor
use and remains flexible in extreme cold weather
Double injection molded ABS handle for impact protection
Shatterproof clear polycarbonate lens
CSA listed

250 SMD LEDs provide 2,000 lumens of bright light
Hooks extend 55” to 83” to fit new SUVs and light trucks
40” light bar provides maximum area illumination
Padded hooks for easy attachment and increased stability
(2) brightness modes: 2,000 lumens (high),1000 lumens (low)
UL/cUL listed 25’ 18/2 SJTOW cord remains flexible in cold
weather and is oil and grease resistant

Super-bright, 30-Watt fluorescent bulb for excellent area illumination
1,500 lumens brightness
Padded ends on telescoping bracket for use on hoods or roofs from 47” to 75” wide
Telescoping and ratcheting brackets allow for perfect positioning of light
25 ft. 18/2 SJTOW oil resistant cord is approved for indoor/outdoor 
use and remains flexible in extreme cold weather
Electronic ballast for durability
UL approved

ATD-80050

ATD-80356

ATD-80351

30-WATT FLUORESCENT UNDERHOOD LIGHT

WITH 25 FT. CORD

ATD-80050

1,200 LUMEN LED UNDERHOOD LIGHT 

WITH 25 FT. CORD

2,000 LUMEN LED UNDERHOOD LIGHT 

WITH 25 FT. CORD

ATD-80351 ATD-80356

UNDERHOOD LIGHTS

(30) SMD LED bulbs
provide 1,200 lumens

(250) SMD LED bulbs
provide 2,000 lumens

Telescoping brackets adjust 

from 47” to 75” wide

Telescoping brackets adjust 

from 55” to 83” wide

PERFECT FOR USE UNDER 
HOOD OR FOR VEHICLE

INTERIOR ILLUMINATION!

30-Watt fluorescent bulb
provides 1,500 lumens

NEW!NEW!
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250 SMD LEDs provide 2,000 lumens of bright light
Performance of a corded light with the convenience of a rechargeable light
40” light bar provides maximum area illumination
Padded hooks extend 55” to 83” to fit new SUVs and light trucks
Large foam covered hooks for easy attachment and increased stability
(2) brightness modes: 2,000 lumens (high), 1,000 lumens (low)
25’ 18/2 SJTOW removable cord remains flexible in cold weather and is oil and grease resistant
Push-button LED battery level indicator
UL/cUL listed 8.4V, 2.2A charger and 25’ 18/2 SJTOW cord
Battery: 7.4V, 4400mAh Li-Ion battery
Run Time: Up to 1.6-hours (high), up to 3-hours (low)

Performance of a corded light with the convenience of a rechargeable light
Battery power level indicator
Padded hooks extend from 47” to 75” wide
UL/cUL listed charger and cord
16’ 18/2 SJTOW cord + DC plug system; cord remains flexible in cold 
weather and is oil resistant
15W High – 1,200 lumens
7W Low – 600 lumens
7.4V 4000mAh lithium-Ion battery
Cordless run time: Up to 4 hours

ATD-80050 ATD-80355

ATD-80357

2,000 LUMEN LED UNDERHOOD LIGHT 

WITH 25 FT. CORD

15-WATT CORDED / 7-WATT CORDLESS LED

UNDERHOOD LIGHT WITH 16’ REMOVABLE CORD

2000 Lumen LED Corded / Cordless Underhood 

Light with 25’ Removable Cord

(250) SMD LED bulbs
provide 2,000 lumens

(28) SMD LED bulbs
provide 1,200 lumens

Telescoping brackets adjust 

from 47” to 75” wide

Telescoping brackets adjust 

from 55” to 83” wide

WIDER DESIGN FITS NEW  
SUVs AND LIGHT TRUCKS!

ATD-80355

ATD-80357

Battery power 
level indicator

16’ 18/2 SJTOW
removeable cord

NEW!NEW!

CORDED OR CORDLESS  

2 1in
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• Ultra-thin design pivots to allow inspection in the tightest work areas
• (16) SMD LED bulbs with (2) brightness settings - 400 lumens (high), 200 lumens (low)
• (1) SMD LED bulb top light offers an additional flashlight function - 30 lumens
• 3.7V 4000mAh lithium-ion rechargeable battery for longer life and consistent power
• Light wand pivots 180 degrees to direct light to work area
• Super strong magnetic base sticks to steel surfaces
• Battery power level indicator
• Includes inspection mirror and magnet pickup tool attachments
• 360 degrees rotating hanging hook recesses into base
• Includes versatile 3-in-1 charging system
• Automatic shut-off and overcharge protection for optimal battery life
• Tough, impact resistant ergonomic housing with aluminum back shell for heat dissipation
• Run Time: Up to 3-hours (high), up to 5.5-hours (low)
• Length: 18.9”

LED CORDLESS WORK  LIGHTS

XTRA
LONG

EXTRA LONG Thin Light PLUS+ 0.5-WATT LED TOP LIGHT

ATD-80400

(1) SMD LED bulb top
light offers an additional
flashlight function

• Included attachments

Magnetic base & recessed 
360˚ rotating hanging hook

(16) super-bright
premium white
SMD LED bulbs

Light wand 
pivots 180˚

Magnetic
pick-up tool 

Adjustable
inspection
mirror

11.125” wand
32% longer than 
the ATD-80350

Tough, impact resistant 
ergonomic housing

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

ATD-80400
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• Ultra-thin design pivots and rotates to allow inspection in the tightest work areas
• (10) SMD LED bulbs for a wider & brighter lighting area - 300 lumens
• (1) SMD LED bulb top light offers an additional flashlight function - 30 lumens
• 3.7V 2200mAh lithium-ion rechargeable battery for longer life and consistent power
• Super strong magnetic base sticks to steel surfaces
• Light wand rotates 180 degrees and pivots 180 degrees to direct light to work area
• Slim light wand can reach into any narrow space easily
• Includes versatile 3-in-1 charging system
• Automatic shut-off and overcharge protection for optimal battery life
• Tough, impact resistant ergonomic housing
• Run Time: Up to 3-hours continuous
• Length: 14.2”

Thin Light PLUS+ 0.5-WATT LED TOP LIGHT

ATD-80350

Light wand rotates 
180˚ & pivots 180˚

Light wand pivots 180˚

(1) SMD LED bulb top
light offers an additional
flashlight function

Magnetic
base 

(10) super-bright
premium white
SMD LED bulbs

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

ATD-80400

ATD-80350
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500 LUMEN COB LED THIN LIGHT 

WITH TOP LIGHT

ATD-80345

LED CORDLESS WORK  LIGHTS

NEW!NEW!

• Ultra-thin design allows inspection in the tightest work areas
• 5-Watt COB LED with (2) brightness settings - 500 lumens (high), 250 lumens (low)
• (1) SMD LED bulb top light offers an additional flashlight function - 30 Lumens
• Light head pivots 180 degrees to direct light to the work area
• Super strong magnetic base sticks to steel surfaces
• Tough, impact resistant ergonomic housing
• Constant current design provides consistent light output when in use
• 3.7V 2600mAh lithium-ion rechargeable battery for longer life and consistent power
• Automatic shut-off and overcharge protection for optimal battery life
• Includes versatile 3-in-1 charging system
• Run Time: 2-hours high / 4-hours low
• Length: 13.11”

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

ATD-80345
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400 LUMEN COB LED STRIP LIGHT 

PLUS+ 3-WATT LED TOP LIGHT

ATD-80395

Tough, impact resistant 
ergonomic housing

5-Watt single
strip COB LED

Recessed 360˚ 
rotating hook

Multi-functional 
power switch

Battery capacity 
indicator

Mini-USB 
power port

3-Watt SMD LED top
light offers an additional 

flashlight function

Light head 
pivots 120˚• 5-Watt COB LED with (2) brightness settings - 400 lumens (high), 200 lumens (low)

• 3-Watt LED top light offers an additional flashlight function - 160 lumens
• Automatic shut-off and overcharge protection for optimal battery life
• Battery power level indicator
• Light head pivots 120 degrees to direct light to work area
• 3.7V 4000mAh lithium-ion rechargeable battery for longer life and consistent power
• Dual 360 degree rotating hanging hooks recess into base (top and bottom)
• Tough, impact resistant ergonomic housing with aluminum back shell for heat dissipation
• Run Time: Up to 3-hours (high), up to 5.5-hours (low)
• Length: 11.7”

Magnetic base & recessed 
360˚ rotating hanging hook

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

ATD-80395
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LED CORDLESS WORK  LIGHTS

3-WATT COB LED STRIP LIGHT

PLUS+ 2.4-WATT LED TOP LIGHT

ATD-80304

Automatic shut-off and 
overcharge protection for 

optimal battery life

Tough, impact resistant 
ergonomic housing

3-Watt single strip COB
(chip on board) LEDs have 

increased thermal 
dissipation, longer lifetime 
and better lighting effect

Magnetic
base 

Light head  
rotates 180˚ and 
pivots 120˚ 

360˚ rotating 
top hook

2.4-Watt SMD LED top 
light offers an additional 

flashlight function

• 2.4-Watt LED top light offers an additional flashlight function
• Main Bulb: 3-Watt single strip COB LED - 250 lumens
• Top Bulb: 2.4-Watt LED - 160 lumens
• Battery: 3.7V 2200mAh lithium-ion rechargeable
• Run Time: Up to 3-hours continuous
• Length: 10-1/2”

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

ATD-80304
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Bulb: 3-Watt COB LED strip
Lumens: 230
Battery: 3.7V, 2200mAh lithium-ion rechargeable
Run Time: 3 hours continuous
Overall Length: 11-1/4”

3-Watt single strip COB
LED bulb offers a wider and 

brighter lighting area

Lithium-ion battery
for longer life and
consistent power

360˚ rotating hook

Light head rotates 180˚ 
and pivots 120˚ to focus 

light on work area

Tough impact resistant
ergonomic housing

SINGLE STRIP 3-WATT COB LED LITHIUM-ION

CORDLESS RECHARGEABLE WORK LIGHT

Automatic shut-off and 
overcharge protection for 

optimal battery life

COB (chip on board) LEDs 
have increased thermal  

dissipation, longer lifetime 
and better lighting effect

ATD-80303

Magnetic
base 

120V AC
wall power 

plug

INCLUDES USB CHARGING SYSTEM

USB
cord

ATD-80303
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MINI LED CORDLESS WORK  LIGHTS

• Ultra-thin design pivots and folds flat to allow inspection in the tightest work areas
• (5) SMD LED bulbs illuminate the inspection area - 120 lumens
• (1) SMD LED top light offers an additional flashlight function - 30 lumens
• Light wand pivots +180° and -180° for easy handling and storage
• Rotating hanging hook recesses into bottom magnetic base
• Integrated belt hook
• Tough, impact resistant ergonomic housing
• Includes versatile 3-in-1 charging system
• 3.7V 700mAh Li-Ion rechargeable battery for long life and consistent power
• Automatic shut-off and overcharging protection for optimal battery life
• Run time: Up to 3 hours continuous
• Length: 8”

FOLDING MINI THIN LIGHT WITH TOP LIGHT

ATD-80369

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

• Super bright, long lasting COB LED bulb illuminates the work area - 120 lumens
• (1) SMD LED top light offers an additional flashlight function - 90 lumens
• Light head pivots 120 degrees to direct light to the work area
• Tough, impact resistant ergonomic housing
• 360 degree rotating hanging hook
• Super strong magnetic base sticks to steel surfaces
• Includes versatile 3-in-1 charging system
• 3.7V 700mAh Li-Ion rechargeable battery for long life and consistent power
• Automatic shut-off and overcharging protection for optimal battery life
• Run time: Up to 3 hours continuous
• Length: 7.2”

MINI COB LED STRIP LIGHT WITH TOP LIGHT

ATD-80370

ATD-80369

ATD-80370
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Belt clip with hideaway 
360˚ rotating hook

O
nl

y 
4.

75
”

Tough impact resistant
ergonomic housing

COB (chip on board) LEDs 
have increased thermal  

dissipation, longer lifetime 
and better lighting effect

Magnetic
base 

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

• 1.3-Watt super-bright COB LED strip
• Lithium-ion rechargeable battery for longer life and consistent power
• Two settings for varied brightness and run times
• Automatic shut off and overcharge protection prolongs battery life
• Magnetic base swivels 180 degrees
• 360 degree rotating hanging hook
• High Setting Brightness: 120 lumens
• Low Setting Brightness: 65 lumens
• Battery: 3.7V 1000mAh lithium-ion rechargeable
• Run Time: Up to 5-hours (low setting) continuous
• Length: 4.75”

RECHARGEABLE COB LED POCKET 

WORK LIGHT

ATD-80340

ATD-80340
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360˚ rotating hook

360˚ rotating hook

(60) super-bright, long
lasting SMD LED bulbs

provide 380 lumens

Compact and tough,
impact-resistant design

380 lumens brightness
Auto discharge shut-off and overcharge protection to prolong battery life
7.4V, 2000mAh lithium-ion rechargeable battery
Up to 5 hours of continuous use
Overall Length: 16-1/8”

60-SMD LED LITHIUM-ION

CORDLESS RECHARGEABLE WORK LIGHT

ATD-80360

LED CORDLESS WORK  LIGHTS

550 lumens brightness
Auto discharge shut-off and overcharge protection to prolong battery life
7.4V, 2000mAh lithium-ion rechargeable battery
Up to 3 hours of continuous use
Overall Length: 19-3/8”

100 lumens brightness
Auto discharge shut-off and overcharge protection to prolong battery life
3.7V, 700mAh lithium-ion rechargeable battery
Up to 3 hours of continuous use
Overall Length: 10-1/4”

90-SMD LED LITHIUM-ION

CORDLESS RECHARGEABLE WORK LIGHT

30-SMD LED LITHIUM-ION

CORDLESS RECHARGEABLE WORK LIGHT

ATD-80330

18-SMD LED LITHIUM-ION

CORDLESS RECHARGEABLE WORK LIGHT

ATD-80318

200 lumens brightness
Auto discharge shut-off and overcharge protection to prolong battery life
7.4V, 2000mAh lithium-ion rechargeable battery
Up to 9 hours of continuous use
Overall Length: 12-7/8”

ATD-80360

ATD-80390
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LED CORDLESS WORK  LIGHTS

• COB LED produces 300 lumens / 150 lumens (low)
• 3.7V 2600mAh lithium-ion battery

• COB LED provides (3) hour continuous run time on high
• (1) SMD LED top light provides an additional 50 lumen flashlight function
• Constant current design provides consistent light output
• Removable swivel hooks with magnets allows hands free use
• Rubberized handle provides a non-slip grip
• Tough impact resistant ergonomic housing
• IP54 dust and water resistance
• Lithium-ion rechargeable battery for longer life and consistent power
• Automatic shut-off and overcharge protection for optimal battery life

• COB LED produces 500 lumens / 250 lumens (low)
• 3.7V 4400mAh lithium-ion battery

• COB LED produces 700 lumens / 350 lumens (low)
• 3.7V 5200mAh lithium-ion battery

300 LUMEN COB LED TUBE LIGHT

300, 500 & 700 LUMEN LED TUBE LIGHTS

500 LUMEN COB LED TUBE LIGHT

700 LUMEN COB LED TUBE LIGHT

ATD-80373

ATD-80375

ATD-80377

Removable swivel
hooks with magnets

Removable 360 degree
swivel hooks with magnets

Aircraft grade aluminum 
construction 

Multi-function 
power switch

Rubberized 
handle provides 
a non-slip grip

NEW!NEW!

ATD-80375
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700 lumens

COB LEDs 
have increased 
thermal  
dissipation, 
longer lifetime 
and better 
lighting effect

300 lumens

50 lumens

500 lumens

Charging 
capacity
indicator

Rubberized 
handle provides 
a non-slip grip

ATD-80373 ATD-80375 ATD-80377
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• COB LED provides (3) hour continuous run time on high
• (1) SMD LED top light provides an additional 50 lumen flashlight function
• Constant current design provides consistent light output
• Removable swivel hooks with magnets allows hands free use
• Rubberized handle provides a non-slip grip
• Tough impact resistant ergonomic housing
• IP54 dust and water resistance
• Lithium-ion rechargeable battery for longer life and consistent power
• Automatic shut-off and overcharge protection for optimal battery life
• COB LED produces 500 lumens
• 3.7V 4400mAh lithium-ion battery

• COB LED produces 700 lumens of bright light
• SMD LED top light provides an additional flashlight function - 50 lumens
• (2) Removable swivel hooks with magnets allow hands free use
• Rubberized handle provides a non-slip grip
• Tough impact resistant ergonomic housing
• Oil resistant power cord remains flexible in cold weather
• 25’ 18/2 SJTOW power cord remains flexible in cold
weather and is oil and grease resistant

• IP54 dust and water resistance
• CSA listed

LED CORDLESS WORK  LIGHTS

ATD-80375

700 LUMEN COB LED TUBE LIGHT WITH 25’ CORD

ATD-80378

ATD-80375-GR ATD-80375-OR

ATD-80378

500 LUMEN COB LED TUBE LIGHTS

GREEN - 500 LUMEN COB LED TUBE LIGHT

ORANGE - 500 LUMEN COB LED TUBE LIGHT

ATD-80375-GR

ATD-80375-OR

NEW!NEW!

NEW!NEW!
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700 LUMEN COB LED TUBE LIGHT ON 50’ REEL

Replacement Light Head

ATD-80379

ATD-80380

Heavy steel 
bracket allows 
horizontal or  
vertical mounting 
and features (5) 
stationary or full 
swivel reel  
positions

COB LED produces 700 lumens of bright light
SMD LED top light provides an additional flashlight function - 50 lumens
Removable swivel hooks with magnets allow hands free use
Rubberized handle provides a non-slip grip
Tough impact resistant ergonomic housing
50’ 18/2 SJTOW oil resistant cord remains flexible in extreme cold weather
Heavy-duty reel features German steel spring for long life and dependable retraction
Heavy steel bracket allows horizontal or vertical mounting and features (5) stationary 
or full swivel reel positions
Reel can be detached if necessary
Power Cord: 18/2 SJTOW - 50 ft.
Brightness: 700 lumens / 50 lumens (top light)
IP54 dust and water resistance

ATD-80379

50 FT. CLEAR GLOW 3-OUTLET EXTENSION 

CORD ON A HEAVY-DUTY REEL
Clear tri-tap indicator block with glow plug
120V, 12 Amp rating
50 ft. 14/3 SJTOW oil resistant cord and 4 ft. connection lead are approved for 
indoor/outdoor use and remain flexible in extreme cold weather
Adjustable ball-check stop and anti-kink cord spring 
German steel retraction spring for positive reel winding
Heavy-duty flame resistant ABS housing
Full overload protection
Heavy-duty steel mounting bracket can be set in a fixed position 
or swing 180˚
cUL listed ATD-80016

ATD-80016

NEW!NEW!

700 lumens

50 lumens

LED WORK LIGHT WITH REEL
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• 12 AWG, 3-wire grounded indoor/outdoor extension cord
• Features a GLOW PLUG to indicate when power is ON
• Cord remains flexible down to -40˚F
• Non-marring cord is oil, chemical and abrasion resistant
• 12/3 SJTW cord
• 15A, 125V, 1875W
• Meets OSHA standards
• cULus Listed

EXTENSION CORDS

25 FT. 12/3 INDOOR/OUTDOOR EXTENSION CORD 

ATD-8040

50 FT. 12/3 INDOOR/OUTDOOR EXTENSION CORD 

ATD-8041

25 FT. 16/3 INDOOR/OUTDOOR EXTENSION CORD

ATD-8002

50 FT. 16/3 INDOOR/OUTDOOR EXTENSION CORD

ATD-8003

25 FT. 14/3 3-OUTLET POWER BLOCK 

INDOOR/OUTDOOR EXTENSION CORD

ATD-8008

50 FT. 14/3 3-OUTLET POWER BLOCK 

INDOOR/OUTDOOR EXTENSION CORD

ATD-8009

• 16 AWG, 3-wire grounded indoor/outdoor extension cord
• Features a GLOW PLUG to indicate when power is ON
• Cord remains flexible down to -40˚F
• Non-marring cord is oil, chemical and abrasion resistant
• 16/3 SJTW cord
• 13A, 125V, 1625W
• Meets OSHA standards
• cULus Listed

• 14 AWG, 3-wire grounded indoor/outdoor extension cord
• Features a GLOW PLUG to indicate when power is ON
• Cord remains flexible down to -40˚F
• Non-marring cord is oil, chemical and abrasion resistant
• 14/3 SJTW cord
• 15A, 125V, 1875W
• Meets OSHA standards
• cULus Listed
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3-prong grounded outlet for auxiliarly power source
16/3 SJTO cord is oil resistant and remains flexible
in extreme cold weather
Uses bulbs up to 75 Watt maximum
Bulb not included

ATD-8888

REPLACEMENT 13-WATT Rough Service Bulb

ATD-80070

13-WATT HIGH-IMPACT FLUORESCENT WORK LIGHT
Super bright 13-Watt fluorescent light
Soft PVC handle and top cap for superior impact protection
360˚ swivel hanging hook
Fully enclosed safety switch
UL approved
Shatter proof and water resistant
25 ft. 18/2 SJTOW oil resistant cord is approved for indoor/outdoor
use and remains flexible in extreme cold weather

Treated bottom to protect starting mechanism
Fits most fluorescent work lights including most ATD 13-Watt and 26-Watt lights

ATD-80070

Soft PVC handle & top cap for 
superior impact protection

360° swivel 
hanging hook

Shatter proof  
and water resistant

FLUORESCENT WORK LIGHT

INCANDESCENT UTILITY LIGHTS

ATD-80075

INCANDESCENT UTILITY LIGHT 

WITH 25 FT. CORD

ATD-80076

INCANDESCENT UTILITY LIGHT 

WITH 50 FT. CORD

ATD-80076

50 ft. 16/3 SJTO cord

3-prong grounded
outlet for auxiliary
power source
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HEAVY-DUTY WORK LIGHTS

(2) 500-Watt quartz-halogen bulbs (included)
Extends from 39” to 79”
Voltage: 120V
Cord: 72” 18/3 SJTW
UL listed

500-Watt quartz-halogen bulb (included)
Voltage: 120V
Cord: 68” 18/3 SJTW
UL listed

Long-lasting, bright 
quartz-halogen bulbs

Long-lasting, bright 
quartz-halogen bulb
(included)

Tempered glass 
lens with protective 

steel grill

Tempered glass 
lens with protective 
steel grill

Wide, stable base

Wide, stable base

Insulated handle for 
carrying and easy
adjustment

Insulated handle for 
carrying and easy
adjustment

ATD-1000

1000-Watt dual head quartz-halogen

TELESCOPING work light

Weatherproof
ON/OFF switch

ATD-500

ATD-1000

500-Watt quartz-halogen work light

ATD-500
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160˚ horizontal
rotation on base

IP67 rated for dust and water resistance
CSA outdoor certified
Long beam distance
Lumens: 4,200

Quick fastening
light head for
easier adjustment

16 ft. 18/3 SJTOW oil resistant cord is approved 
for indoor/outdoor use and remains flexible in 
extreme cold weather

Heavy-duty industrial
design with diecast
aluminum housing

Rotating telescopic stand 
easily folds for storage

Super-bright
35-Watt COB LED

ATD-80335    

35-watt cob led work light

with telescopic stand

ATD-80335

COB (chip on board) LEDs have  
increased thermal dissipation, longer 

lifetime and better lighting effect

Extends from
34” to 72”

LIGHT REMAINS 
COOL TO THE 

TOUCH!
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INDUSTRIAL WORK LIGHTS

• Heavy-duty diecast yellow powder coated aluminum housing for high
visibility and excellent corrosion resistance

• 18/3 SJTOW 16 ft. oil-resistant power cord remains flexible in cold weather
• 180° swivel bracket on light head
• IP67 rated for dust and water resistance
• CSA outdoor certificate

ATD-80416

ATD-80417

ATD-80418

ATD-80419

ATD-80435

16-Watt LED Replacement DOCK LIGHT

16-WATT LED SWING ARM DOCK LIGHT
• Light head has special lens to illuminate loading docks

and inside trailers
• Brightness: 1,400 lumens

• Portable stand allows convenient placement at work site
• 35-Watt high output COB LED brightly illuminates a large work area
• COB LEDs have increased thermal dissipation, long life and better lighting effect
• Brightness: 4,200 lumens

35-WATT COB LED WORK LIGHT WITH PORTABLE STAND

35-WATT DOUBLE COB LED WORK LIGHT WITH PORTABLE

STAND

35-WATT COB LED WORK LIGHT

Super-bright
35-Watt COB LED

(6) bright
16-Watt LEDs

COB (chip on board) LEDs have  
increased thermal dissipation, longer 

lifetime and better lighting effect

• Portable stand allows convenient placement at work site
• 35-Watt high output COB LED brightly illuminates a large work area
• COB LEDs have increased thermal dissipation, long life and better lighting effect
• Brightness: 8,400 lumens (4,200 x 2)

ALL INDUSTRIAL WORK LIGHTS FEATURE:

LIGHT REMAINS COOL
TO THE TOUCH!

ATD-80416

ATD-80417

ATD-80435

ATD-80418
ATD-80419

NEW!NEW!

NEW!NEW!
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Strong telescopic stand with locking wheels extends 
from 33” to 67”
Brightness: 8,400 lumens (4,200 x 2)

Strong rotating telescopic stand extends from 34” to 72” 
and easily folds for storage
Brightness: 4,200 lumens

Strong telescopic stand with locking wheels extends 
from 33” to 67”
Brightness: 4,200 lumens

ATD-80420

ATD-80422

ATD-80421

ATD-80423

35-WATT COB LED WORK LIGHT

WITH TRIPOD STAND

35-WATT COB LED WORK LIGHT

WITH WHEELED STAND

35-WATT DOUBLE COB LED WORK LIGHT

WITH TRIPOD STAND
Strong rotating telescopic stand extends from 34” to 72” 
and easily folds for storage
Brightness: 8,400 lumens (4,200 x 2)

35-WATT DOUBLE COB LED WORK LIGHT

WITH TRIPOD STAND

Rotating telescopic stand 
easily folds for storage

Strong telescopic stand 
with locking wheels

LIGHT REMAINS COOL 
TO THE TOUCH!

ATD-80422

ATD-80420

ATD-80423

ATD-80421

NEW!NEW!

NEW!NEW!
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Two settings for varied brightness and run times
110 lumens on low setting, 300 lumens on high setting
4000-4500K color temperature
One minute automatic shutoff for prolonged battery life
3.7 Volt, 1,000mAh lithium-ion rechargeable battery
Includes (4) chemically resistant replacement lenses
Magnetic base swivels 180 degrees
Includes lanyard for secure use

EXACT MATCH™ LED POCKET LIGHT

ATD-80450

EXACT MATCH™ LIGHTS ARE 

DESIGNED FOR USE BY PAINT 

AND BODY SHOP TECHNICIANS 

FOR THE VISUAL EXAMINATION 

OF AUTOMOTIVE COATINGS 

AND FINISHES.

ATD-80453

Adjustable tripod stand (19” to 57”) allows hands free 
use and positioning 
Rugged diecast aluminum housing provides superior 
IP65 dust and moisture resistance
Glass lens is resistant to paint shop solvents
Rechargeable lithium-ion battery provides extended 
operating life and consistent power
4000-4500K color temperature

EXACT MATCH™ COB LED LIGHT KIT

NEW!NEW!

12V DC 
vehicle  

power plug

120V AC
wall power 

plug

3 1inINCLUDES         CHARGING SYSTEM

USB
cord

Case shown with SABER® Exact Match™ 
hand held light and accessories  

(ATD-80450 not included)

NEW!NEW!
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Steel frame construction 
for added strength

Wide solid stance 
for extra stability

Packed in one box
for easy storage

and delivery
Capacity Minimum Maximum Base Size Saddle Size N.W.

Model (per pair) Height Height (L x W) (L x W) (pair)

Jack Stands 3 Ton 11-1/2” 16-3/4” 6-7/8” x 7-5/8” 3-7/16” x 1-1/16” 16 lbs.

Minimum Maximum Handle Saddle Jack Size Jack Size 
Model Capacity Height Height Length Diameter Length Width N.W.

Service Jack 3 Ton 5-3/8” 19-1/2” 39-3/8” 4-5/16” 26-3/4” 13-3/8” 78 lbs.

Heavy-gauge construction
with rugged universal

joint release valve

Built-in by-pass device
protects hydraulic system
from over pumping damage
U.S. Patent No. 5,946,912

After the first pump reaches the
lifting point, the jack continues with

extraordinary lifting speed to raise the
load to the desired height

Innovative Swift Lift 
design offers a

quick lift for
professional performance

U.S. Patent No. 5,755,099

Rolled side frame adds
strength and rigidity

to reduce twisting

Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.

ATD-7332A

ATD-7331A

SWIFT LIFT SERVICE JACKS

ATD-7500
JACK PACK
3-TON SERVICE JACK
and 3-TON JACK STANDS
(rated capacity per pair)

JACK PACK

NEW!NEW!

ATD-7333A 2-1/2 Ton 3.35” 19.3” 42.13” 27.72” 13.15” 5.95” 69.5 lbs. 
ATD-7331A 3 Ton 5.75” 20” 42.125” 27.5” 13.375” 6.375” 87 lbs.
ATD-7332A 3-1/2 Ton 3.75” 21.75” 49.25” 31.125” 14” 7” 101.2 lbs.
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Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.

Minimum Maximum Saddle Jack Size Handle
Model Capacity Height Height Diameter L x W x H Length G.W

Minimum Maximum Saddle Jack Size Handle
Model Capacity Height Height Diameter L x W x H Length G.W

ATD-7345

LOW PROFILE ALUMINUM JACKS

LOW PROFILE ALUMINUM PLUS JACKS
ALUMINUM PLUSALUMINUM PLUS

THE LIGHT WEIGHT OF ALUMINUM WITH THE STRENGTH OF STEEL

ATD-7344

ATD-7343 ATD-7340

The lightweight construction of  
aluminum with the strength of steel

Built-in pressure release 
valve protects the hydraulic 

system from over pumping damage

U-joint release mechanism
provides precise control of load
descent in any handle position

Aircraft grade 
aluminum construction

Aircraft grade 
aluminum construction

Wide 2” front roller for stability

ATD-7340 2 Ton 3.5” 17.375” 4” 27.125” x 11.75” x 6.25” 47.25” 48.5 lbs. 
ATD-7343 3 Ton 3.8” 18.1” 4.5” 26.4” x 13” x 7.875 47.625” 55 lbs.

ATD-7344 1-1/2 Ton 3-1/8” 14-3/4” 4” 22” x 10.25” x 5.875” 31-7/8” 37-1/2 lbs.
ATD-7345 2-1/2 Ton 3-3/8” 17-3/8” 4” 27.125” x 11” x 6.25” 47-1/4” 55 lbs.
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2-3/4” low-profile design for maximum access
which fits easily and safely under vehicle

Extra-long low side frames
designed for long reach 
under the car chassis

Wide stance and low center of 
gravity provides optimum
stability under load stress

Universal joint release mechanism 
provides precision control of load
descent in any handle position

A built-in by-pass device
protects hydraulic system

from over pumping damage

Swivel saddle and swivel rear casters 
provide easy positioning and safety

Carry handle for convenient
transportation

Built-in safety valve protects 
against ram over-travel

Heavy-duty steel construction 
ensures long term durability

Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.

Minimum Maximum Handle Jack Size Jack Size 
Model Capacity Height Height Length Length Width G.W.

ATD-7304 2 Ton 5-3/8” 14” 18” 19-1/4” 8-1/4” 5-3/8” 25 lbs.

TROLLEY JACK

LOW PROFILE SERVICE JACK

PAIR WITH ATD
JACK STANDS

ATD-7443
3 Ton Capacity

SEE PAGE 8

ATD-7317 2 Ton 2-3/4” 24” 49-1/4” 36” 15-1/8” 106 lbs.

NEW!NEW!
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Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.
ATD-7304 2 Ton 5-3/8” 14” 18” 19-1/4” 8-1/4” 5-3/8” 25 lbs.

Heavy-gauge steel frame helps
prevent distortion and twisting

Heavy-gauge steel frame helps
prevent distortion and twisting

Safety by-pass and over-load
systems protect hydraulics 
U.S. Patent No. 5,946,912

Convenient foot
pedal designed for

fast, no load lifts
U.S. Patent No. 

5,431,369
ATD-7391

ATD-7392

ATD-7396

Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.

Minimum Maximum Handle Jack Size Jack Size Jack Size
Model Capacity Height Height Length Length Width Height G.W.

PAIR WITH ATD
  JACK STANDS
ATD-7448
12 Ton Capacity

SEE PAGE 8

HEAVY-DUTY LONG CHASSIS SERVICE JACKS

AIR/HYDRAULIC LONG CHASSIS SERVICE JACKS

ATD-7396 10 Ton 7” 27” 42-5/8” 54-3/4” 20” 12-3/4” 441 lbs.
ATD-7392 20 Ton 7-1/2” 26” 48 62-1/4” 20-3/8” 11-3/4” 550 lbs.

ATD-7390 5 Ton 7” 27” 42-1/8” 57-3/4” 17” 7-5/8” 233 lbs.
ATD-7391 10 Ton 7” 27” 42-1/8” 54-3/4” 20” 12-3/4” 427 lbs.

ATD-7392
20 TON AIR ACTUATED
LONG CHASSIS SERVICE JACK

ATD-7396
10 TON AIR ACTUATED

LONG CHASSIS SERVICE JACKHandle actuated release
valve provides precise
metered control 
of lowering speeds

Handle actuated release
valve provides precise

metered control 
of lowering speeds

NEW!NEW!
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Effortless air operation
will greatly reduce operator
fatigue and speed up the
efficiency of garage work

A built-in by-pass device
protects hydraulic system
from over pumping damage
U.S. Patent No. 5,946,912

Versatile “quick connector”
design provides for easy
removal of air hose from
air motor allowing compact
storage or remote operation

External return springs

External return springs

A compact yet powerful
Air Turbo Motor

U.S. Patent No. 5,341,723

Minimum Maximum Hydraulic Extension Base Size Base Size 
Model Capacity Height Height Lifting Screw Length Width G.W.

ATD-7421

ATD-7422

Machined and polished
cylinders with die-cut threads
provide non-abrasive leak-free,
durable performance

Fabricated from hard-cast 
steel with heat-treated
critical stress areas

Hydraulic system is protected
from internal damage by a
by-pass mechanism
U.S. Patent No. 5,946,912

Unique cross-type
forged release valve

assures positive
load control

Overload
protection

Minimum Maximum Hydraulic Extension Base Size Base Size 
Model Capacity Height Height Lifting Screw Length Width G.W.
ATD-7380 2 Ton 7-1/4” 13-3/4” 4-3/8” 2-1/8” 3-7/8” 3-5/8” 7 lbs.
ATD-7381 4 Ton 8-1/8” 15-1/2” 5” 2-3/8” 4-1/4” 3-7/8” 9 lbs.
ATD-7382 6 Ton 8-1/2” 16-7/8” 5-1/4” 3-1/8” 4-1/2” 4” 12 lbs.
ATD-7383 8 Ton 8-7/8” 17-5/8” 6” 2-3/4” 4-3/4” 4-5/8” 14 lbs.
ATD-7384 12 Ton 9-1/2” 18-5/8” 6” 3-1/8” 6” 5-3/8” 18 lbs.
ATD-7385 12 Ton Short 6” 10-5/8” 3” 1-5/8” 6” 5-3/8” 14 lbs.
ATD-7386 20 Ton 9-1/2” 18-5/8” 6” 3-1/8” 6-3/8” 5-7/8” 28 lbs.
ATD-7387 20 Ton Short 6-1/2” 11-1/4” 3-1/8” 1-5/8” 6-3/8” 5-7/8” 21 lbs.
ATD-7367 30 Ton 11” 18” 7” n/a 8-1/8” 6-7/8” 56 lbs.

BOTTLE JACKS

AIR/HYDRAULIC BOTTLE JACKS All air bottle jacks have
chrome plated rams

ATD-7421 12 Ton 9-5/8” 18-7/8” 3-1/8” 6” 8-1/8” 5-7/8” 27 lbs.
ATD-7422 20 Ton 9-5/8” 18-7/8” 3-1/8” 6” 9” 6-3/4” 37 lbs.
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Minimum Max. Height Extension Handle Jack Size 
Model Capacity Height w/Adapter Screw Length (L x W) G.W.

Sturdy one piece
handle assembly
is standard on all
Truck Jacks

A choice of three handle angles:
• 90˚ for space saving storage
• 45˚ for easy movement
• 0˚ for access to lifting point

In-line air filter traps
contaminants and protects
air motor for longer life

1”, 2-1/2” and 5” adapters are standard on ATD-7328

ATD-7328
22-TON SINGLE STAGE LOW-PROFILE

1” and 2-1/2” adapters are standard on ATD-7322

ATD-7322
22-TON SINGLE STAGE

ATD-7328

High speed Air Turbo Motor is equipped
to raise the load to the desired height
efficiently, effortlessly and safely
U.S. Patent No. 5,341,723

Fingertip remote control
for added safety

Heat-treated extension screw
allows low pick-up height adjustment
and maximum lift height

User friendly,
self-returning spring

minimizes operator’s 
effort, greatly

reducing fatigue

A built-in by-pass device
protects hydraulic system
from over pumping damage
U.S. Patent No. 5,946,912 

Large steel and rubber
wheels for easy positioning
and smooth motion

TRUCK AXLE JACKS

10-TON AIR JACK

Power Starting Maximum Base Air Pressure for 
Model Capacity Raise Height Height Diameter Rated Capacity G.W.
ATD-7350 10 Ton 11-1/2” 17-1/2–40” 51-1/8” 12” 200 psi 165 lbs.

Doubles as a support stand

Removable handle and 10 ft. air hose
for safe positioning and operation

Completely air-operated
Minimum Maximum Hydraulic Extension Base Size Base Size

Model Capacity Height Height Lifting Screw Length Width G.W.

Lifting Range:
17-1/2” to 51-1/8”

ATD-7421 12 Ton 9-5/8” 18-7/8” 3-1/8” 6” 8-1/8” 5-7/8” 27 lbs.
ATD-7422 20 Ton 9-5/8” 18-7/8” 3-1/8” 6” 9” 6-3/4” 37 lbs.

ATD-7322 22 Ton 9-3/4” 21-3/4” 3-7/8” 47-3/8” 22-7/8” x 13-3/4” 100 lbs.
ATD-7328 22 Ton 8-1/4” 21-7/8” 3-7/8” 47-3/8” 22” x 12-5/8” 95 lbs.
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Heavy gauge steel 
frame helps prevent 
twisting

One piece, multi-position
ductile iron ratchet bar

Sturdy, welded
steel construction

Counter-weighted pawl locks
ratchet bar securely in place

SOLD AND TO BE USED
ONLY IN PAIRS

SOLD AND TO BE USED
ONLY IN PAIRS

ATD-7447ATD-7449

ATD-7443
ATD-7446

ATD-7447 10 Ton 28” 47” 3-3/8” x 5” 16” x 16” 120 lbs.
ATD-7449 22 Ton 13-3/8” 19-5/8” 3-1/8” x 2-3/4” 9-7/8” x 9-7/8” 65 lbs. 

Capacity Minimum Maximum Saddle Base Size G.W.
Model (per pair) Height Height Size ( L x W) (pair)

Capacity Minimum Maximum Saddle Base Size G.W.
Model (per pair) Height Height Size (L x W) (pair)

Sturdy, welded
steel construction

PIN STYLE JACK STANDS

RATCHET STYLE JACK STANDS

ATD-7448

ATD-7443 3 Ton 11-1/2” 17” 3-1/2” x 1” 6-3/4” x 7-3/4” 16 lbs.
ATD-7446 6 Ton 15-3/8” 24-3/8” 4-1/4” x 1-1/4” 9-1/4” x 10-5/8” 34 lbs.
ATD-7448 12 Ton 17-1/2” 27-1/2” 4-5/8” x 1-1/2” 12” x 10-3/4” 61 lbs.
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High reach supplementary
stand prevents tippings

and rocking of vehicle

Fast and safe technology
for professional mechanic

Heavy gauge steel frame helps
prevent distortion or twisting

Auxiliary stands provide partial
support for components

ATD-7442

ATD-7440
Foot pedal allows

easy load movement
ATD-7442 only

Minimum Maximum Saddle Base Size 
Model Capacity Height Height Size (L x W) G.W.
ATD-7441 3/4 Ton 53-3/4” 78-7/8” 5-1/4” x 1-1/2” 12” diameter 33 lbs.
ATD-7442 3/4 Ton 53-3/4” 78-7/8” 5-1/4” x 1-1/2” 12” diameter 40 lbs.
ATD-7440 2 Ton 66-1/2” 75-3/4” 5-1/4” x 1-1/2” 24” x 24” x 24” 54 lbs. 

ATD-7440
2 TON HIGH REACH
SUPPLEMENTARY STAND

UNDER HOIST STANDS

ATD-7441
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ATD-7425

ATD-7432

TELESCOPIC TRANSMISSION JACKS

Minimum Maximum Saddle    Saddle Exp. Saddle Jack Size 
Model Capacity Height Height Base Area Min. Area Max. (L x W) G.W.

Extra wide base lowers center of 
gravity and promotes stability

Extra wide base lowers 
center of gravity and 
promotes stability

A unique foot release 
pedal provides controlled 
lowering of load

Chrome plated rams 
maximize high reach

Chrome plated rams 
maximize high reach

Load control chains hold
transmission in placeNylon tie down strap 

included to secure 
load during removal 
and installation

Rugged steel wheels 
and full swivel ball 
bearing casters

Rugged steel wheels 
and full swivel ball 
bearing casters

ATD-7425 700 lbs. 57-1/4” 76-3/8” 9-7/8” x 9-7/8” 9-7/8” x 9-7/8” 18-7/8” x 18-7/8” 36-1/8” x 32-5/8” 136 lbs.
ATD-7432 1/2 Ton 37-3/4” 78-1/8” 8-7/8” x 7-1/8” 11-1/2” x 11-1/2” 21” x 21” 33-5/8” x 33-5/8” 145 lbs.
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Extra-wide base lowers center of 
gravity and promotes stability

A unique foot release 
pedal provides controlled
lowering of load

A unique foot release 
pedal provides controlled
lowering of load

Rugged steel wheels and full
swivel ball bearing casters

Rugged steel wheels and full
swivel ball bearing casters

Chrome-plated rams 
maximize high reach

ATD-7430

ATD-7433

HEAVY-DUTY TRANSMISSION JACKS

Minimum Maximum Saddle Saddle Exp. Saddle Jack Size
Model Capacity Height Height Base Area Min. Area Max. (L x W) G.W.

Minimum Maximum Saddle    Saddle Exp. Saddle Jack Size 
Model Capacity Height Height Base Area Min. Area Max. (L x W) G.W.

Adjustable saddle for
quick adjustment for
most pan configurations

ATD-7430 1/2 Ton 36” 73-1/8” 9-7/8” x 9-7/8” 9-7/8” x 9-7/8” 18-7/8” x 18-7/8” 34-1/2” x 34-3/8” 162 lbs.
ATD-7433 1 Ton 48-5/8” 77-3/8” 15-1/2” x 12-5/8” 15-1/2” x 12-5/8” 24-1/2” x 18-7/8” 42-1/2” x 39-1/2” 306 lbs.
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Saddle adjusts 
for most pan

configurations Load control
chain secures
transmission to jack

Saddle adjusts for most
pan configurations

A compact, yet powerful 
Turbo Motor is equipped to 
raise the load to the desired 

height efficiently,
effortlessly and safely

U.S. Patent No. 5,341,723

Extra-wide base lowers
center of gravity and 

improves stability

Extra-wide base lowers
center of gravity and 

improves stability

Rugged steel wheels and full 
swivel ball bearing casters

Chrome plated rams
maximize high reach

Chrome plated rams
maximize high reach

Nylon strap secures
transmission to jack

Unique foot 
release pedal 

controls lowering 
of load

Unique foot release pedal 
controls lowering of load

ATD-7434

ATD-7470

ATD-7431

Minimum Maximum Saddle Exp. Saddle Exp. Saddle Jack Size Air Pressure 
Model Capacity Height Height Base Area Min. Area Max. (L x W) Required G.W.

Specifically designed to enable
the telescopic transmission
jack to be used in the removal 
and installation of fuel tanks.
(sold separately)
Can be used with ATD-7430,
7431, 7432, 7433 and 7344

ATD-7431 1/2 Ton 37-3/4” 78-1/8” 8-7/8” x 7-1/8” 11-1/2” x 11-1/2” 21” x 21” 33-5/8” x 33-5/8” 110-175 psi 197 lbs.
ATD-7434 1 Ton 48-5/8” 77-3/8” 15-1/2” x 12-5/8” 15-1/2” x 12-5/8” 24-1/2” x 18-7/8” 42-1/2” x 39-1/2” 110-175 psi 348 lbs.

AIR/HYDRAULIC TRANSMISSION JACKS

ATD-7470
FUEL TANK ADAPTER
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Safety load-restraining chain is
vital for raising and lowering

User friendly 360˚ rotating
pumping socket for maximum
multi-directional operation

Hydraulic system is protected from 
internal damage by a patented

by-pass mechanism
U.S. Patent No. 5,946,912

Adjustable head can be tilted
forward, backward and side to side
for optimum alignment of transmission 
bolt pattern and pins

Rugged steel wheels
and full swivel

ball bearing casters

Four swivel casters allow easy
movement and positioning of 

the transmission jack

ATD-7434

Minimum Maximum Handle Expanded Jack Size 
Model Capacity Height Height Length Saddle Base Saddle Area (L x W) G.W.

ATD-7436

ATD-7435

ATD-7437

ATD-7435 1/2 Ton 8-1/2” 24-3/4” 22-1/2” 12-5/8” x 7-7/8” 17” x 9-3/8” 31” x 15” 106 lbs.
ATD-7436 1 Ton 7-7/8” 33-1/2” 22-1/2” 14-1/4” x 8” 17” x 15-3/4” 39-3/8” x 19-1/8” 200 lbs.
ATD-7437 1-1/2 Ton 7-7/8” 37-1/4” 29-1/2” 15-1/2” x 13-1/4” 24-7/8” x 19” 46-3/4” x 25-5/8” 364 lbs.

FLOOR TRANSMISSION JACKS
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ATD-7484

The hydraulic long ram is
equipped with a patented

built-in by-pass mechanism

Metered control release valve
for precise lowering control

Heavy-duty welded
construction with rugged

reinforced tubular steel

ATD-10141 is
foldable for
easy storage

ATD-7485 is
foldable for
easy storage

ATD-7485

ATD-10141

ATD-10141 2 Ton 18-1/2” 77-1/4” 71-5/8” 32-1/8” 29-3/4” 62” 5” 3-1/2” 240 lbs.
1-1/2 Ton 14-1/8” 80-3/4”

1 Ton 10” 84-1/2”
1/2 Ton 5-7/8” 88-1/4”

ATD-7484 2 Ton 18-3/8” 69-1/4” 62-1/2” - 89-1/2” 29” - 33-7/8” 34-5/8” - 53-1/8” 57” 3-1/2” 3-1/2” 243 lbs.
1-1/2 Ton 14” 75-1/4”

1 Ton 9-1/4” 81-1/4”
1/2 Ton 5” 86-1/2”

ATD-7485 2 Ton 0” 59-1/4” 78-1/2” 37-7/8” 30-3/8” 57” 5” 3-1/2” 236 lbs.
1-1/2 Ton 0” 63”

1 Ton 0” 66-5/8”
1/2 Ton 0” 70-1/2”

ENGINE CRANES

ATD-7484 
2-TON HEAVY-DUTY HYDRAULIC ENGINE CRANE
Specifications:

ATD-7485
2-TON HEAVY-DUTY HYDRAULIC FOLDING ENGINE CRANE
Specifications:

ATD-10141
2-TON FOLDING ENGINE CRANE
Specifications:

• Base Length: 62-1/2” to 89-1/2”
• Base Width: Front: 29” to 33-7/8”; Rear: 34-5/8” to 53-1/8”
• Height: 57”
• Wheel Diameter: Front: 3-1/2”; Rear: 3-1/2”
• Crate GW: 295 lbs.

Boom Capacity @ Length/Hook Height (Min/Max)
#1) 2-Ton - Min. 18-3/8”, Max. 69-1/4”
#2) 1.5-Ton - Min. 14”, Max. 75-1/4”
#3) 1-Ton - Min. 9-1/4”, Max. 81-1/4”
#4) 0.5-Ton - Min. 5”, Max 86-1/2”

• Base Length: 78-1/2”
• Base Width: Front: 37-7/8”; Rear: 30-3/8”
• Height: 57”
• Folded Height: 73”
• Wheel Diameter: Front: 5”; Rear: 3-1/2”
• GW: 263 lbs.

Boom Capacity @ Length/Hook Height (Min/Max)
#1) 2-Ton - Min. 0”, Max. 59-1/4”
#2) 1.5-Ton - Min. 0”, Max. 63”
#3) 1-Ton - Min. 0”, Max. 66-5/8”
#4) 0.5-Ton - Min. 0”, Max 70-1/2”

• Base Length: 71-5/8”
• Base Width: Front: 32-1/8”; Rear: 29-3/4”
• Height: 62”
• Wheel Diameter: Front: 5”; Rear: 3-1/2”
• GW: 249 lbs.

Boom Capacity @ Length/Hook Height (Min/Max)
#1) 2-Ton - Min. 18-1/2”, Max. 77-1/4”
#2) 1.5-Ton - Min. 14-1/8”, Max. 80-3/4”
#3) 1-Ton - Min. 10”, Max. 84-1/2”
#4) 0.5-Ton - Min. 5-7/8”, Max 88-1/4”

Lifting Flier 8.375x10.875.indd   14 3/16/16   10:04 AM



Machined and
polished cylinders
provide non-abrasive, 
leak-free, durable
performance

A wide, rugged
base provides
stability and strength

• Ideal for engine removal or installation
• Working load limit 650 lbs.
• Bolts to motor mounting holes

• Makes engine removal or installation faster and easier
• Can be used with a shop crane or hoist
• 1,500 lbs. capacity will handle most passenger car

and light truck engines

Two 14”
adjustable

hook screws

700 lbs. capacity
adjustable
transverse bar

Width expands from 
38” to a full 61”

Hydraulic system is protected from internal damage
by a patented built-in by-pass mechanism

Fabricated from hard-cast steel with
heat-treated critical stress areas

Minimum Maximum Base 
Model Capacity Height Height Size G.W.

Width Hook Thread 
Model Capacity Expand Length G.W.
ATD-7477 700 lbs. 38” - 61” 12-1/2” 28 lbs.

ATD-7486 8 Ton 24-1/8” 43-1/4” 5” x 4-3/4” 31 lbs.

ATD-7486
REPLACEMENT RAM

ATD-7485
2-TON HEAVY-DUTY HYDRAULIC FOLDING ENGINE CRANE
Specifications:

ATD-10141
2-TON FOLDING ENGINE CRANE
Specifications:

ATD-7530
ENGINE LIFTING SLING

ATD-7489
3/4 TON ADJUSTABLE ENGINE LOAD LEVELER

ATD-7477
TRANSVERSE ENGINE SUPPORT
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All ATD Engine Stands are constructed from heavy-gauge welded 
square tubular steel and feature extra-long handles with rubber 
grip for easy rotation and maneuvering

ATD-7479

ATD-7482

ATD-7480
ATD-10137

Base Size Overall Head Plate Wheel Handle 
Model Capacity (L x W) Height Head Plate Thickness Diameter Length G.W.

Convenience of adjustable legs

ATD-7480 is
foldable for

easy storage

ATD-7479 is foldable
for easy storage

Head plate locks
in 8 positions

and rotates 360˚
(ATD-10137 only)

Heavy-duty worm
gear allows for
smooth and
effortless engine
rotation

ATD-10137 750 lbs. 31-7/8” x 28-3/4” 36-3/4” 10” x 6” 3/8” 3” 20-1/4” 45 lbs.
ATD-7482 1,250 lbs. 33-3/8” x 33-7/8”  42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” 20-1/4” 87 lbs.
ATD-7480 1,250 lbs. 41-3/4” x 23-5/8” 42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” 20-1/4” 93 lbs.
ATD-7479 1,250 lbs. 41-3/4” x 23-5/8” 42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” n/a 117 lbs.

ENGINE STANDS
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Accommodates 14” and 
15-1/2” clutch assembly,
removal, and installation 
for a one man operation

Easily remove and
install truck tire and 
wheel assemblies

Suitable for tire
diameters of 36” to 48”

Patented spline shaft for clutch support
U.S. Patent No. 6,189,864

Spline rotates 360˚, turns side to 
side and tilts vertically for precise 
clutch alignment

Four swivel casters for easy maneuvering

Conveniently located 
release valve and 360˚ 

rotating pump handle 
allows precision

alignment

Includes 1-3/4” and 2” spline standard

ATD-7405
FLYWHEEL ADAPTER
FOR ATD-7404
(available separately)

Lift arms can be 
adjusted to handle 
different wheel 
combinations

Hydraulic system actuated to 
provide smooth, positive power 
for the removal and installation 

of single, tandem and duplex 
tires and wheels

Roller Overall Size
Model Capacity Spread (L x W x H)

Lifting Lifting Arm Tilt Product Size 
Model Capacity Range Dimensions Range (L x W x H) G.W.

Minimum Maximum Spline Shaft Jack Size
Model Capacity Height Height Diameter Diameter (L x W) G.W.
ATD-7404 500 lbs. 16-1/2” 42” 1-3/4” and 2” 1” 44-1/2” x 22-1/2” 160 lbs.

ATD-7229 300 lbs. 19-1/2” 50” x 27-1/2” x 20”

ATD-7227 3/4 Ton 2-1/4” - 11” 25-7/8” x 25-1/4” -2.5˚ - 10˚ 43-1/2” x 43” x 34-7/8” 183 lbs.

CLUTCH JACK

TIRE CART

WHEEL DOLLY

Base Size Overall Head Plate Wheel Handle
Model Capacity (L x W) Height Head Plate Thickness Diameter Length G.W.
ATD-10137 750 lbs. 31-7/8” x 28-3/4” 36-3/4” 10” x 6” 3/8” 3” 20-1/4” 45 lbs.
ATD-7482 1,250 lbs. 33-3/8” x 33-7/8” 42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” 20-1/4” 87 lbs.
ATD-7480 1,250 lbs. 41-3/4” x 23-5/8” 42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” 20-1/4” 93 lbs.
ATD-7479 1,250 lbs. 41-3/4” x 23-5/8” 42-3/4” 7-1/2” x 6-1/2” x 5/8” x 10-1/2” 5/8” 3-1/2” n/a 117 lbs.
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Detachable handle for convenient storage

Ideal for removing and installing 
truck brake drums

Long, retractable T-handle 
for easy positioning

Non-skid rubber matting 
enhances operation safety

Large wheel designs for extra durability

Designed specifically for heavy-duty tasks

Works on 15” and 16-1/2” drums

Product Size Low Lift High Lift Wheel 
Model (L x W x H) Height Height Diameter G.W.

Capacity Frame Size Handle Max. Vehicle G.W. 
Model (per pair) (L x W x H) Length Tire Width (pair)

SOLD AND TO BE USED ONLY IN PAIRS

ATD-7414 61-3/8” x 19-3/4” x 17-3/4” 10-5/8” 15” 7-7/8” 60 lbs.

ATD-7320 20 Ton 45-5/8” x 13-1/2” x 9-1/4” 33” 10-3/4” 274 lbs.
ATD-7321 20 Ton 45-5/8” x 18-1/4” x 9-1/4” 33” 15-1/2” 338 lbs.

BRAKE DRUM HANDLER

TRUCK RAMPS
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Product Size Low Lift High Lift Wheel
Model (L x W x H) Height Height Diameter G.W.

• Each heavy-duty dolly has a 1,500 lbs. capacity
(6,000 lbs. capacity for 4 dollies)

• Allows vehicle to be moved in any direction
• Great for moving cars, trucks, trailers, lawn tractors, etc.
• Frees up valuable garage or shop space

• Ideal for moving vehicles around the repair shop, paint
booth or body shop

• Designed for use under the wheel, frame or pinch weld
• No tools required to convert from wheel to frame use
• Large wheels allow movement over uneven floor surfaces
• Frame adapters securely fold under dolly when used as a
wheel dolly

• Self-stacking design eliminates need for an additional
storage rack

• Individual Weight: 45 lbs. each
• Dolly Capacity: 2,000 lbs. each
• Casters: 4” (2 locking)
• Size: 20-1/2” x 13-3/4” x 7-3/4”
• Max Height: 13-1/4”

• Allows vehicle to be maneuvered in any direction
• Use on vehicles weighing up to 6,000 lbs. (4 jacks)
• (4) heavy-duty phenolic casters

• Maximum Capacity: 1,500 lbs. per jack
• Tire Capacity: up to 12” wide
• Maximum Opening: 24.80” (630mm)
• Minimum Opening: 13.58” (345mm)
• Width: 11.75” (298mm)

• One stand holds (4) ATD-7465 vehicle
positioning jacks (not included)

• Heavy-duty steel construction
• Durable powder coat finish
• (4) 3” swivel casters
• 30” W x 18-1/2” D x 9” H

Easy foot pedal lifting smoothly raises vehicle

Double pawl directional 
ratchet lifts tires between 
2 rollers

ATD-7466
HEAVY-DUTY CAR DOLLY (PAIR)

ATD-7469
CONVERTIBLE CAR DOLLY (PAIR)

ATD-7465
1,500 LBS. HYDRAULIC
VEHICLE POSITIONING JACK

ATD-7464
STORAGE RACK FOR VEHICLE
POSITIONING JACKS

CAR DOLLIES

ATD-7469 stacked ATD-7469 pinch weld ATD-7469 frame

ATD-7469
(sold in pairs only)

NEW!NEW!
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• Maximum Capacity: 2 Tons
• Lifting Range: 5” - 13”
• Meets or exceeds ANSI Standards

Wide base for 
load stability
(7-1/4” x 4-1/4”)

Heavy-duty
steel construction

ATD-7462
2 TON SCISSOR JACK

SCISSOR JACK

3 locking positions

ATV/MOTORCYCLE JACK

Minimum Maximum Saddle 
Model Capacity Height Height Measures G.W.
ATD-7461 3/4 Ton 4-1/2” 15” 12.2” x 11.81” 60 lbs.

Rubber padded lifting
platform prevents scratching
and protects your machine

Foot pedal operated power unit - 
non-slip foot pedal allows
effortless lifting of load
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Reach: 8”–16”
Bearing Splitter Capacity: 4”
(2) sets of hex push-puller legs

Perfect set for a wide variety of pulling jobs
Can be used separately or with other pullers or tools
Drop forged and heat-treated

Includes: 2” and 3” bearing separators
(4) sets hex push-puller legs, 5” puller crossbar
with 6-1/4” forcing screw and molded storage case

Ideal for the removal or installation of gears, universal joints, 
pulleys, wrist pins, and other various press jobs

Excellent for bending, bonding or straightening operations

Hydraulic Minimum Maximum Bed Frame Size
Model Capacity Stroke Working Space Working Width Feature Positions (W x D x H) G.W.

ATD-7454
20-TON HYDRAULIC SHOP PRESS WITH BOTTLE JACK

ATD-7453
12-TON HYDRAULIC SHOP PRESS  WITH BOTTLE JACK

ATD-3067
7-TON BEARING PULLER AND SEPARATOR SET

ATD-3056
5-TON BAR-TYPE PULLER/BEARING SEPARATOR SET

ATD-7452
12 TON HYDRAULIC BENCH PRESS WITH BOTTLE JACK

ATD-7455
25 TON SHOP PRESS WITH HAND PUMP

SHOP PRESSES

BEARING SEPARATOR KITS

• Maximum Capacity: 2 Tons
• Lifting Range: 5” - 13”
• Meets or exceeds ANSI Standards

Foot pedal operated power unit - 
non-slip foot pedal allows
effortless lifting of load

Hydraulic system is protected from internal damage by a
by-pass mechanism U.S. Patent No.5,946,912

Heavy steel welded construction

ATD-7454

ATD-7455

ATD-7452 12 Ton 6” 2-3/8” 14-1/4” Bottle Jack 4 22-3/4” x 18-1/2” x 38” 92 lbs.
ATD-7453 12 Ton 6” 2-5/8” 34-3/8” Bottle Jack 8 22-3/4” x 18-1/2” x 59” 129 lbs.
ATD-7454 20 Ton 9-1/8” 2-1/2” 34-1/8” Bottle Jack 8 28” x 28” x 64-1/2” 251 lbs.
ATD-7455 25 Ton 6” 2-1/2” 34-1/4” Hand Pump 8 28” x 28” x 59” 270 lbs.
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Sets are portable for easy use
in shop or on the road

Designed for pushing, spreading 
and pressing of vehicle body
panels as well as various
component parts and assemblies

ATD-5800

ATD-5810

Ram Pump Ram Ram Ram 
Model Capacity Capacity Close Height  Extended Height Effective Area G.W.

Patented, custom fitted, rugged 
blow-molded storage case

PORTO POWER BODY KITS

ATD-5800 4 Ton 8,000 psi 10-3/4” 15-5/8” 1.0 in2 47 lbs.
ATD-5810 10 Ton 10,000 psi 13-3/4” 19-3/4” 2.4 in2 84 lbs.
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A compact yet powerful Air Turbo 
Motor is equipped to raise the load 
to the desired height efficiently,
effortlessly, and safely, U.S. Patent 
No. 5,341,723

Useable Oil Pressure Air Pressure              Output Flow Rate
Model Capacity Rating Rating No Load @ Load G.W.

Ram Outside       
Effective Oil Collapsed Extended Outside Plunger Top to Thread & Base Operating

Model Capacity Stroke Area Capacity Height Height Diameter Diameter Intel Port Mounting Hole G.W. Pressure

Greater oil capacity to handle bigger jobs Maximum working pressure 10,000 psi

Pressure relief valve for 
overload protection

High strength aluminum reservoir
(91.5 in3) is lightweight and
corrosion resistant

Three positions provide cylinder
advance, hold or retract operation

5 Ton flat body kit includes
a blow mold case and (4) adapters
(0.25”, 0.5”, 1” and 1.25”)

Pull rams are equipped with chain adapter claw
hooks on each end and accept 3/8” chain links

Magnetic adapters are stackable
U.S. Patent No. 7,237,762 b2

ATD-5802 5 Ton 5.55” 1.14 in2 6.33 in3 11.93” 17.48” 2.25” 1.18” 0.80” 1.14”-11.5 NPTF 10 lbs. 8,780 psi

ATD-5825 5 Ton 0.24” 1.1 in20 .26 in3 1.26” 1.5” 2.26” x 1.58” 0.98” 0.80” 0.2” 1.1” 6 lbs. 9,100 psi

ATD-5812 91.5 in3 10,000 psi 110-175 PSI 61.02 in3/min. 19.53 in3/min. 18.5 lbs.

Base Mounting Hole
Effective Oil Collapsed Extended Outside Plunger Base to Hole Hole Operating

Model Capacity Stroke Area Capacity Height Height Dimension Diameter Intel Port Diameter Distance G.W. Pressure

5 TON FLAT BODY KIT

PULL RAM WITH HOOK

AIR ACTUATED FOOT PUMP

Ram Pump Ram Ram Ram 
Model Capacity Capacity Close Height Extended Height Effective Area G.W.
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Compressed air powered equipment and machinery are critical elements in the productivity, efficiency, and 
economy of today’s industry, and quality air is the essential ingredient. Water and dirt cause more prob-

lems in compressed air lines than anything else. A typical 7.5 Hp compressor brings an average of 3 gallons 
of water from the atmosphere per day along with dust and dirt in the air. It is important to eliminate water 
and dirt from your air system. 

High speed pneumatic production lines operate efficiently because of air dryers and filters that remove mois-
ture and impurities from the air, which results in eliminating downtime. Regulators and lubricators can be 
added  to control and lubricate downstream equipment. A good filtration system is the key to saving time, 
money and to operating at maximum efficiency. Illustrated below are the key components in building an
efficient air system.

BUILDING AN EFFICIENT AIR SYSTEM

 Compressor Size Compressor Capacity Length of Main Line Use this Pipe

3 to 5 Hp 12 to 20 SCFM Up to 100 ft. 3/4"

Over 100 ft. 1"

5 to 10 Hp 20 to 40 SCFM Up to 100 ft. 3/4"

100 to 200 ft. 1"

10 to 15 Hp 40 to 60 SCFM Up to 100 ft. 1"

100 to 200 ft. 1-1/4"

15 to 25 Hp 60 to 100 SCFM Over 200 ft. 1-1/2"

PIPE SIZE FOR VARIOUS COMPRESSORS

Building an EfficiEnt air SyStEmBuilding an EfficiEnt air SyStEm



Goose neck all
work stations.

Place a "T" where
ever filter goes.

Drop a 6" pipe
to drain trap.

Place a drain trap at low points to remove water.
Also utilize on main line at low points. 

Slope main line 1/8" per foot
away from compressor. Use 
galvanized pipe.

Main line filter and regulator should be placed at least 20 feet 
from the compressor or as far away from the compressor as 
possible. The air will cool down, allowing much of the water 
vapor to condense naturally for removal by filtration.

Main line piping should slope down from point of origin by 1/8” 
per foot. Any water in the line will flow down to the lowest point 
for draining.

All line drops (work stations) should be taken from the top of 
the main line. This prevents water which forms in the main line 
from flowing into branch lines.

Galvanized pipe is recommended when building an air system.

Follow illustration when building a work station drop.

1

2

3

4

5

Compressor Size Compressor Capacity Length of Main Line Use this Pipe

5 important Steps to an air System layout

5 Easy Steps to Sizing an air compressor

List the types of pneumatic devices/equipment to be used and 
how many will be used at the same time.

Add total of air volume (SCFM) required by pneumatic tools 
being used.

*Add additional 25% to compensate for air line leaks and
pressure drops.

Identify the air compressor that will provide necessary SCFM. 
The following professional electric 2-stage compressors
provide the listed SCFM:

5 HP Compressor  16 SCFM
7.5 HP Compressor 24 SCFM
10 HP Compressor 32 SCFM
15 HP Compressor 42 SCFM
25 HP Compressor 97 SCFM
30 HP Compressor 106 SCFM

Once the correct Hp rating has been selected based on the air 
volume requirements, you will need to know what type of 
electric service is available to determine the need for a single-
phase or three-phase compressor.
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Tools Being Used SCFM
   Tire Changer 5.5 SCFM
   1/2” Impact Wrench 3.5 SCFM
   3/4” Impact Wrench 7.5 SCFM
   Hydraulic Lift 6.0 SCFM

SUBTOTAL 22.5 SCFM 
Additional 25%* x__ 1.25%
TOTAL SCFM NEEDED FOR SHOP 28.125 SCFM

ANSWER:
The customer will need an air compressor that
produces a minimum of 28.125 SCFM @ 175 PSI.  
Customer will need a 10 Hp compressor or two 5 Hp 
compressors.

Building an EfficiEnt air SyStEmBuilding an EfficiEnt air SyStEm

WHAT SIZE COMPRESSOR SHOULD BE USED?



General purpose filters remove harmful water condensate, pipe scale, dirt and rust 
from your compressed air system. This prevents corrosive damage to compressed air 

equipment and finished products. Typically, general purpose filters are installed upstream 
of regulators to prevent valve failure. They are also used as pre-filters to oil removing and 
coalescing filters to insure high efficiency and long element life in applications such as 
paint spraying, instrumentation and pharmaceutical.

• Removes liquid, water, dirt and debris from air lines

• Protects components and air tools from premature failure

For protection, use a main line filter on main air line
and a general purpose filter at each work station.REMINDER

 ATD-7822 1/4” 27 1 oz. Poly Manual 40°-125°F 150 psig 20 micron
  ATD-7823 1/4” 48 5 oz. Poly Manual 40°-125°F 150 psig 40 micron
  ATD-7824 1/4” 48 6 oz. Metal Manual 40°-160°F 250 psig 40 micron
  ATD-7825 1/4” 48 5 oz. Poly Manual 40°-125°F 150 psig 5 micron
  ATD-7826 1/4” 48 6 oz. Metal Manual 40°-160°F 250 psig 5 micron
  ATD-7827 1/2” 100 5 oz. Poly Manual 40°-125°F 150 psig 40 micron 
  ATD-7828 1/2” 100 6 oz. Metal Manual 40°-160°F 250 psig 40 micron
  ATD-7829 1/2” 100 5 oz. Poly Manual 40°-125°F 150 psig 5 micron
  ATD-7830 1/2” 100 6 oz. Metal Manual 40°-160°F 250 psig 5 micron
 ATD-7781 1/2” 100 9 oz. Metal Overnight 40°-160°F 250 psig 40 micron
 ATD-7782 1/2” 100 9 oz. Metal Overnight 40°-160°F 250 psig 5 micron
 ATD-7783 3/4” 230 10 oz. Metal Manual 40°-160°F 250 psig 40 micron
 ATD-7784 1” 245 10 oz. Metal Manual 40°-160°F 250 psig 40 micron

ATD Pipe Max. Flow  Bowl Bowl Operating Max Flow Filter
No. Size SCFM Capacity Type Drain Temp. Range Pressure Element

in-line air tool filter
• In-line filter protects air tools from dirt and debris and can be attached directly to

pneumatic tools

• 1-9/16” length, 1/2 oz.

• 40 micron sintered bronze element

• 1/4” MPT and FPT

ATD No. Description  Quantity

 ATD-7817 In-Line Air Tool Filter 1

gEnEral PurPoSE filtErSgEnEral PurPoSE filtErS



For protection, use a main line filter on main air line
and a general purpose filter at each work station.

ATD Pipe Max. Flow Bowl Bowl Operating Max Flow Filter
No. Size SCFM Capacity Type Drain Temp. Range Pressure Element

  ATD-7832 1/4” 15 1 oz. Poly Manual 40°-125°F 150 psig .03 micron

  ATD-7833 1/4” 24 6 oz. Metal Manual 40°-160°F 250 psig .03 micron

  ATD-7834 1/4” 24 6 oz. Metal Manual 40°-160°F 250 psig .01 micron

  ATD-7835 1/2” 37 6 oz. Metal Manual 40°-160°F 250 psig .03 micron 

  ATD-7836 1/2” 37 6 oz. Metal Manual 40°-160°F 250 psig .01 micron

 ATD-7785 1/2” 37 9 oz. Metal Overnight 40°-160°F 250 psig .01 micron

ATD Pipe Max. Flow Bowl Bowl Operating Max Flow Filter 
No. Size SCFM Capacity Type Drain Temp. Range Pressure Element

Coalescing filters function in a different way from general purpose filters. Air flows from inside to 
outside through a coalescing media. Coalescing by definition means “to come together.” It is a 

continuous process by which small aerosols come in contact with the fibers in the filter media uniting 
with other collected aerosols and growing to emerge as a droplet on the downstream surface of the 
media which by its weight is gravitationally drained away. For maximum performance and efficiency, 
coalescing filters should be preceded by a general purpose filter.

• Removes submicron particles, particularly oil

• Applications include paint spraying, pneumatic control instrumentation,
printing and protection of air bearings

• For maximum efficiency, a pre-filter needs to installed upstream of oil-removing filter

coalEScing/oil-rEmoVing filtErScoalEScing/oil-rEmoVing filtErS



gauges & air adjusting Valve

Always use a filter before the regulator to protect the regulator
from dirt and debris.REMINDER

Pneumatic equipment that operates at higher than recommended pressure can cause excess 
torque; force and wear and can waste compressed air. Operating below specified pressure can 

cause machines to fail to meet their design performance specifications. Therefore, precise air 
pressure control is essential to efficient operation of air powered equipment. An air line regulator 
is a specialized control valve which reduces upstream supply pressure level to a specified constant 
downstream pressure.

• Regulates air pressure of the air line

• Self-relieving style units

• Features three position non-rising knob - push to lock, pull to adjust, detach to make
tamper resistant

• T-handle also available

  ATD-7841 1/4” Die Cast 25 Adjustment Knob Included 1/8” NPT 40°-120°F 5 to 125 psig

 ATD-7842 1/4” Nylon 25 Adjustment Knob Included  1/8” NPT 40°-120°F 5 to 125 psig

 ATD-7843 1/4” — 50 Adjustment Knob Included  (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD-7786 1/4” — 50 T-Handle Included (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD-7844 1/2” — 100 Adjustment Knob Included  (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD-7787 1/2” — 100 T-Handle Included (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD-7788 3/4” — 220 T-Handle Included (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD-7789 1” — 250 T-Handle Included (2) 1/4” NPT 40°-120°F 5 to 125 psig

 ATD Pipe Max. Flow  Adjustment Pressure Gauge Operating Adjustment
No. Size Body SCFM Type Gauge   Port Temp. Range Range

 ATD-7921 1/4” 2” Face, 0-160 psi Standard, Back Mount. For use with Standard Regulator

 ATD-7922 1/8” 1-1/2” Face, 0-160 psi Mini, Back Mount. For use with Mini Regulator

 ATD-7923 1/4” 2” Face, 0-160 psi, Bottom mount gauge 

 ATD-7919 1/4” Air adjusting valve

ATD No. NPT Description

rEgulatorSrEgulatorS



the atd advantage
• High air flow

• Precise visual adjustment control

• Requires low flow to establish drip rate

To remove water, dirt and debris from air prior to oiling your pneumatic tools,
REMINDER always use a general purpose filter nbefore the lubricator. 

Most pneumatic system components and air tools require oil lubrication for proper operation and 
long service life. Too little oil can cause excessive wear and premature failure. Too much oil is 

wasteful and can contaminate, particularly when carried over with the air exhaust. Pneumatic equipment 
can be lubricated by the use of an air line lubricator. Filtered and regulated air enters the lubricator and is 
mixed with oil in an aerosol mist. The air is then routed to the operating system.

• Injects a fine stream of oil into the air stream to automatically lubricate air operated tools
and other devices

• Extends the life of downstream components

• Precise control of oil feed with needle valve adjustment knob

• Adds minimal pressure drop to the air system

• Features three-position non-rising knob - push to lock, pull to adjust, detach to make
tamper resistant

ATD Pipe Max. Flow Bowl Bowl Operating Max Required CFM
No. Size SCFM Capacity Type Temp. Range Pressure to Operate

 ATD-7846 1/4” 16 1 oz. Poly 40°-125°F 150 psig 1 scfm

 ATD-7847 1/4” 16 5 oz. Poly 40°-125°F 150 psig 2 scfm

 ATD-7848 1/4” 16 6 oz. Metal 40°-160°F 200 psig 2 scfm 

 ATD-7849 1/2” 142 5 oz. Poly 40°-125°F 150 psig 2 scfm

 ATD-7850 1/2” 142 6 oz. Metal 40°-160°F 200 psig 2 scfm

luBricatorSluBricatorS



filter/regulator/lubricator—modular units

 ATD-7852 Mini 1/4” 20 micron 20 1 oz. Poly Manual Included 150 psig
  ATD-7853 Standard 1/4” 40 micron 50 5 oz. Poly Manual Included 150 psig
  ATD-7854 Standard  1/4” 40 micron 50 6 oz. Metal Manual Included 250 psig
  ATD-7855 Standard 1/4” 5 micron 50 5 oz. Poly Manual Included 150 psig
 ATD-7856 Standard  1/4” 5 micron 50 6 oz. Metal Manual Included 250 psig
  ATD-7857 Standard  1/2” 40 micron 100 5 oz. Poly Manual Included 150 psig
  ATD-7858 Standard  1/2” 40 micron 100 6 oz. Metal Manual Included 250 psig
  ATD-7859 Standard 1/2” 5 micron 100 5 oz. Poly Manual Included 150 psig
 ATD-7860 Standard  1/2” 5 micron 100 6 oz. Metal Manual Included 250 psig
 ATD-7790 Standard  1/2” 3 micron 100 9 oz. Metal Manual Included 250 psig

ATD Pipe Filter Max. Flow Bowl Bowl Max.
No. Type Size Element SCFM Capacity Type Drain Gauge Pressure

 ATD Pipe Max. Flow Bowl Bowl Max.
 No. Size SCFM Capacity Type Drain Pressure
 ATD-7869 1/4” 25 1 oz. Poly Manual 150 psig
 ATD-7870 1/4” 48 5 oz. Poly Manual 150 psig
 ATD-7871 1/4” 48 6 oz. Metal Manual 250 psig
 ATD-7872 1/2” 100 5 oz. Poly Manual 150 psig
 ATD-7873 1/2” 100 6 oz. Metal Manual 250 psig

• Combines filter and pressure regulator into one space saving unit

• Output performance equal to an individual filter and regulator

• Reduced pressure outputs of 5-125 psig

• Gauge included (see page 5 for replacement gauges)

filter/regulator combination units

• Units	include	a	filter	(40	micron),	a	precision	regulator	and	lubricator

• Gauge	included

comBination & modular unitScomBination & modular unitS



 oil removing air control unit

general Purpose air control units

 ATD Pipe Max. Flow Bowl Bowl Shut Off Max No. of  Air Filter
 No. Size SCFM Capacity Type Valve Pressure Outlets Element
 ATD-7867 1/2” 100 9 oz. Metal Included (3) 250 psig 4 .05 micron pre-filter

 ATD-7865 1/2” 50 9 oz. Metal Included (3) 250 psig 4 5 micron
 ATD-7866 1/2” 100 9 oz. Metal Included (4) 250 psig 6 5 micron
 ATD-7917 1/2” 100 9 oz. Metal None 250 psig 3 40 micron
 ATD-7918 1/2” 100 9 oz. Metal None 250 psig 2 40 micron

 ATD Pipe Max. Flow Bowl Bowl Shut Off Max No. of  Air Filter
 No. Size SCFM Capacity Type Valve Pressure Outlets Element

 ATD Pipe Max. Flow Bowl Bowl Operating Max. 
No. Type Size SCFM Capacity Type Drain Temp. Range Pressure

 ATD-7875 Mini 1/4” 20 1 oz. Poly Manual 40-125° F 150 psig
 ATD-7876 Standard 1/4” 16 5 oz. Poly Manual 40-125° F 150 psig
 ATD-7877 Standard 1/4” 16 6 oz. Metal Manual 40-160° F 250 psig
 ATD-7878 Standard 1/2” 100 5 oz. Poly Manual 40-125° F 150 psig
 ATD-7879 Standard 1/2” 100 6 oz. Metal Manual 40-160° F 250 psig

• Unit features a space-saving filter/regulator unit and a lubricator

• Includes gauge

• Available with metal bowl or polycarbonate bowl with metal bowl guard

Piggyback filter/regulator/lubricator
modular units

modular air control units with multiple
air outlets
• Units (ATD-7865, ATD-7866, ATD-7917 and ATD-7918) feature 5 micron filters with

metal bowls, overnight automatic drains and regulator

• ATD-7867 features a .01 micron coalescing filter and regulator

• Units include 2 to 6 air outlets

• Available with T-handle regulator (regulator includes gauge)

ATD-7865

comBination & modular unitScomBination & modular unitS



THIRD STAGE�
Desiccant Beads Removes�
Remaining Water Vapor

FOURTH STAGE�
Special Filter Removes �
Residual Desiccant Dust

SECOND STAGE�
Oil-Removing Section �
Removes Oil Vapor
FIRST STAGE�
Porous Bronze Element�
Removes All Dirt

4-Stage air desiccant air drying Systems
• First & Second Stage - Filter/regulator removes water in a liquid form as well as dirt, debris

and pipe scale. Regulator reduces pressure to required level

• Third Stage - Coalescing filter removes oil aerosols and microscopic particles removed

• Fourth Stage - Desiccant dryer adsorbs water vapor from the air, producing a -30°F dew point

 ATD No. Pipe Size Max Flow SCFM Desiccant Charge

 ATD-7884 1/2” 15 SCFM 1-Quart

 ATD-7885 1/2” 30 SCFM 2-Quart

ATD No. Description

 ATD-7886 (6) 1 Quart Jars of Replacement Desiccant

 ATD-7887 (4) 1 Gallon Jars of Replacement Desiccant

5-Stage air desiccant air drying Systems
• First Stage - 5 micron particulate filter removes water in a liquid form as well as dirt,

debris and pipe scale

• Second Stage - .01 micron oil removing filter removes oil aerosols and microscopic
particles removed

• Third Stage - Desiccant dryer adsorbs water vapor from the air, producing a -30°F dew point

• Fourth Stage - 3 micron absolute filter filtrates desiccant dust

• Fifth Stage - Precision regulator reduces pressure to required level

ATD No. Description

ATD No. Inlet Max Flow SCFM Outlet Pipe Size Desiccant Charge

 ATD-7883 1/2” 30 SCFM 1/4” 2-Quart

 ATD-7886 (6) 1 Quart Jars of Replacement Desiccant

 ATD-7887 (4) 1 Gallon Jars of Replacement Desiccant

ATD No. NPT Max. Flow Capacity Max. Pressure Max. Temperature Quantity

mini in-line disposable desiccant dryer

 ATD-7820 1/4” 15 CFM 125 psi 130° F 2-Pack

StagE air dESiccant drying SyStEmSStagE air dESiccant drying SyStEmS

• Ideal for spray guns (point-of-use)
• 40 micron, porous bronze element removes fine dirt particles

as oil removing media removes oil vapor and desiccant beads
absorb water vapor

• Attaches directly to spray gun or mini regulator located on the
spray gun

• Unit is bi-directional with 1/4" NP
• Blue desiccant beads lower the dew point to -30˚F and remove

all water vapor. Bead color turns pink when it's time to replace
filter/dryer.



• Automatically	drains	filters,	compressors	tanks,	drip	legs,	aftercoolers,	and	receivers

• Can	be	set	for	manual	operation	or	the	drain	interval	and	duration	times	can	be	preset

• Opens	and	closes	valves	in	1	to	60	minute	cycle	times	and	1	to	30	second	blow	down	time

• Includes	Y-strainer

• Voltage	115/1/60,	25	Amps

•	 First & Second Stage - Filter/regulator removes water in a liquid form as well as dirt, debris
and pipe scale. Regulator reduces pressure to required level

•	 Third Stage - Coalescing filter removes oil aerosols and microscopic particles removed

•	 Fourth Stage - Desiccant dryer adsorbs water vapor from the air, producing a -30°F dew point

 ATD No. Pipe Size Max Flow SCFM Desiccant Charge

ATD No. NPT Max. Flow Capacity Max. Pressure Max. Temperature Quantity

in-line desiccant dryer

Water drain tap

• Delivers	extremely	dry	compressed	air	as	low	as	-30°F	dew	point	with	using
electricity or refrigeration

• Easy	to	monitor,	when	color	changes	in	the	sight	glass	from	dark	blue	to
pink,then it is time to change or dry the desiccant

• Initial	supply	of	desiccant	included

ATD No. Pipe Size Max Flow Desiccant Charge

ATD No. Description

 ATD-7881 1/2” 15 SCFM 1 Qt.

 ATD-7882 1/2” 30 SCFM 2 Qt.

 ATD-7886 (6) 1 Quart Jars of Replacement Desiccant
 ATD-7887 (4) 1 Gallon Jars of Replacement Desiccant

• Automatically	expels	liquids	from	piping	network	in	compressed	air	systems

• Use	in	low	spots	in	an	air	system	where	water	is	likely	to	accumulate

• Float	type	drain	features	a	protective	stainless	steel	screen	with	umbrella	baffle,	providing
large sump area for oil, sludge and dirt

• Max	pressure	230	psi,	temperature	40°	-	140°F

• Top	NPT	1/2”	or	1/4”

ATD No. Description

 ATD-7818 1/4” NPT female float type automatic drain

 ATD-7819 1/2” NPT female float type automatic drain

Economatic drain

 Overall Max. Fluid Max. Operating  Ambient 
ATD No. NPT Length Temperature  Pressure  Temperature

 ATD-7815  1/4” 3-15/16” 165°F 200 psig 35°F to 165°F

 ATD-7816 1/2” 3-15/16” 165°F 200 psig 35°F to 165°F

accESSoriESaccESSoriESStagE air dESiccant drying SyStEmSStagE air dESiccant drying SyStEmS



new 5 Stage 1 gallon
desiccant dryer

Economy 1 Quart
desiccant filter

1 gallon desiccant 
filter

atd 7888

atd 7889

atd 7880

atd 78881

• 40 micron water removing filter with 9 oz. bowl,
sight glass and overnight drain

• .01 micron oil removing filter with 9 oz. bowl, ,sight
glass and overnight drain

• 1 gallon desiccant filter - lowers the dew point to -30
degrees and removes all water in vapor and liquid
form. When the beads turn from blue to pink, it's time
to change the beads.

• Filter Regulator - 3 micron filter with 9 oz. bowl and
sight glass which protects the regulator from any
desiccant dust.

• Regulator/gauge included.
• Unit comes with ball valve
• Unit comes with 1 gallon of desiccant bead

Desiccant filter comes with 40 micron sintered bronze filter which 
takes out oil and dirt. The desiccant beads lower the dew point to 
-30 degrees and take out water in vapor form. This unit is a must
for all shops. Unit comes with 1 gallon of desiccant beads.

This unit features a .01 oil removing filter 
with a pop-up indicator which lets you know 
when to change the oil removing filter ele-
ment. The desiccant beads lower the dew 
point to -30 degrees and remove any water 
vapor or liquid. When the beads turn from 
blue to pink it's time to change the beads. 
Unit comes with 1 quart of desiccant beads 
and ball valve.

Filter element change kit for ATD 7888

atd 78831
Filter element change kit for ATD 7883

nEW dESiccant ProductS



Part No.
ATD-7772

2-Quart Clear
Advantage.
Recommended
When 
Refrigerated
Dryer Is 
Not Available.

®

4-Stage filter/dryer includes:

Part No.
ATD-77711
Replacement cartridge
for unit - part number
ATD 7771

Part No.
ATD-7771
Recommended for use with 
a Refrigerated Dryer

tHE final filtration Solution to all
your Paint rEfiniSHing nEEdS including
WatErBornE Paint

tHE final filtration Solution to all
your Paint rEfiniSHing nEEdS including
WatErBornE Paint The new Clear Advantage allows you to visually see all

filtration and drying steps - watch desiccant beads remove 
water vapor by turning from blue to pink. Once all of the 
beads are pink, it's time to replace the filter.

Easy to use - the new Clear Advantage disposable desiccant 
filter eliminates the need and cost of any oil removing filters!

One piece disposable cartridge - no more pouring beads into 
a bowl or canister, simply remove the one-piece cartridge 
and replace with a new one.

This low pressure drop, high volume cartridge will assure 
the proper performance of your spray gun.

• A 1/2" metal bowl pre-filter is recommended to assure
proper desiccant life. Filter part number ATD 7828

• 30 SCFM
• Max Pressure: 120 psi
• 1/2" ports
• Units come with mounting brackets

1st Stage - 40 micron sintered bronze filter eliminates dust and dirt 
2nd Stage - Oil removing charcoal beads remove any oil down to .001 
parts per million
3rd Stage - Desiccant beads lower the dew point to -30 degrees and 
remove all water vapor
4th Stage - 40 micron sintered bronze filter prevents any desiccant 
dust from entering the compressed air system

Part No.
ATD-77721
Replacement cartridge 
2-quart unit - part number
ATD 7772



Follow the steps below to determine the gallons of water 
accumulated by a compressed air system per 8 hours of use:

1 Determine the ambient temperature (outside temperature 
surrounding the dryer) and relative humidity.

2 Locate ambient temperature in first column of water      
factor chart.

3  Follow the row over to percent of humidity. This indicates  
 the number of gallons accumulated by your air compressor 

        in an 8-hour period.

Water factor chart

EXAMPLE
25 Hp  air compressor delivers 100 SCFM.
Ambient Temperature = 100°F
Relative Humidity = 60%

Water factor chart number is 31.2

COMPRESSED AIR SySTEM ACCUMULATES 31.2 
GALLONS OF WATER PER 8 HOURS OF USE

GALLONS OF WATER PER 8 HOURS @ 100 SCFM
Ambient Air 20% 30% 40% 50% 60% 70% 80% 90% 100% 
Temperature Humidity Humidity Humidity Humidity Humidity Humidity Humidity Humidity Humidity

120°F 18.6 27.9 37.2 46.5 55.8 65.1 74.4 83.7 93.0

 110°F 14.1 21.0 27.9 35.1 42.0 48.9 55.8 63.0 69.9 

100° F 10.5 15.6 20.7 26.1 31.2 36.6 41.7 46.8 52.2

90° F 7.8 11.4 15.3 19.2 23.1 26.7 30.6 34.5 38.4

80° F 5.7 8.4 11.1 13.8 16.8 19.5 22.2 24.9 27.9

70° F 3.9 6.0 7.8 9.9 12.0 13.8 15.9 18.0 19.8

60° F 2.7 4.2 5.7 6.9 8.4 9.9 11.1 12.6 14.1

50° F 2.1 3.0 3.9 4.8 6.0 6.9 7.8 8.7 9.9

40° F 1.2 2.1 2.7 3.3 3.9 4.8 5.4 6.0 6.6

30° F .9 1.2 1.8 2.1 2.7 3.0 3.6 3.9 4.5

20° F .6 .9 1.2 1.5 1.7 1.9 2.1 2.4 2.7

10° F .3 .5 .7 .8 1.0 1.2 1.4 1.5 1.8

At 100 psig, an air compressor compresses eight 
cubic feet of air into one cubic foot. 

The water vapor, dust, dirt and odors in the air 
cause the following problems in compressed air 
systems:
• Paint	defects	or	fish	eye
• Rust	and	pipe	scale
• Damages	machinery
• Creates	air	line	freezes
• Shortens	air	tool	or	equipment	life
• Reduces	air	flow

Basics of compressed air

WatEr factor cHartWatEr factor cHart

When compressed to 100 psig, the air becomes 1/8 its
previous size. The volume of air has changed, but the
amount of water, vapor, dust, dirt and odors has not
changed but has become more concentrated.

Accept no compromises, choose only quality hand tools.

https://www.carid.com/hand-tools.html
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