
ATD-3390 
MASTER DISCONNECT TOOL SET 

     INSTRUCTIONS 

The ATD-3390 tool set includes many types of quick-disconnect fittings used on General Motors, 
Ford and Chrysler vehicles. This set includes tools to service heater hoses, transmission oil coolers, 

and air conditioning and fuel lines. 

https://www.carid.com/automotive-tools.html
https://www.carid.com/atd/


4PC A/C SPRING LOCKING COUPLING TOOL - 3/8”, 1/2”, 3/4”, 5/8” 
For 1981 & newer Ford vehicles, some 1994 & newer Chrysler vehicles. 

FORD/CHRYSLER HEATER HOSE DISCONNECT TOOL SET 
For 1986 & newer Aerostar vans, 1991 & newer full size (E-series) vans.  

Disconnects 5/8” and 3/4” heater hose quick connect fittings from heater core 

CHRYSLER FUEL LINE DISCONNECT TOOL 
For 1994 & newer Chrysler LH vehicles, other Chrysler vehicles with quick connect fuel lines. Releases quick connect 

fittings on fuel lines (Pressure and return). 

FORD/GM FUEL LINE DISCONNECT TOOL SET 
For 1992 & Newer Chevrolet Lumina & Monte Carlo, Pontiac Grand Prix, Oldsmobile Cutlass Supreme, Buick Regal (all 

w/ABS) 1988 & newer Ford pickups. Releases quick connect fittings on 5/16” and 3/8” fuel lines.  

Releases fuel line on fuel tank. 



FORD CLUTCH COUPLING TOOL 
For 1988 & newer Ford F-Series trucks, Bronco, Ranger, Explorer; 1989 & newer Ford Thunderbird Mercury Cougar. 

Disconnects hydraulic clutch line from clutch slave cylinder. 

2PC FUEL LINE DISCONNECT TOOL -3/8", 1/2”

For 1987 & newer Ford vehicles w/ spring lock connectors. 

2PC FUEL LINE DISCONNECT TOOL - 5/16”, 3/8”

For GM, Chrysler, & Ford vehicles w/ quick connect fuel lines. 



FORD/GM/CHRYSLER FUEL LINE DISCONNECT TOOL 
For GM, Chrysler, & some Ford vehicles w/ quick connect fuel lines. 

Releases quick connect fitting on 5/16” and 3/8” fuel lines 

FORD/GM QUICK DISCONNECT TOOL 
For Ford CFI fuel ones w/ hair pin connectors; universal for radiator to transmission oil cooler lines 1987 & newer Olds. 

Toronado; Buick Riviera & Reatta; Cadillac Eldorado. Seville, & Concours.1989 & newer GM 1/2 ton, 3/4 ton, & 1 ton 

pickups. Release quick connect fittings used on fuel, transmission, and power steering lines. 

FORD OIL COOLER LINE DISCONNECT TOOL 
For 1986 & newer Ford vehicles w/ AXOD, AOD, or ATX auto. Transmissions. 

Releases transmission to radiator oil cooler line 



FORD FUEL LINE COUPLING TOOL 
For 1990 & newer Ford Ranger & Explorer w/ 4.0L, 6 cylinder engines. 

Releases quick connect fittings on fuel rails. 

FORD HEATER HOSE DISCONNECT TOOL 
For 1995 & newer Ford Crown Victoria & Mercury Grand Marquis w/ 4.6L engines. 

Disconnects heater hose from engine. 

GM HEATER LINE QUICK CONNECT SEPARATOR 
For 1991 & newer GM vehicles w/ 3.1L, 3.4L, & 3800 V6 engines. 

Releases heater hose quick connect fitting from engine block and thermostat housing. 
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ITEM# ORDERING PART# PART DESCRIPTION
1 PRT3390-01 3/8” A/C SPRING LOCKING COUPLING TOOL(YELLOW)
2 PRT3390-02 1/2” A/C SPRING LOCKING COUPLING TOOL(GREEN)
3 PRT3390-03 3/4" A/C SPRING LOCKING COUPLING TOOL(WHITE)
4 PRT3390-04 5/8" A/C SPRING LOCKING COUPLING TOOL(BLACK)
5 PRT3390-05 3/8" FUEL LINE DISCONNECT TOOL (RED)
6 PRT3390-06 1/2" FUEL LINE DISCONNECT TOOL (BLUE)
7 PRT3390-07 FORD HEATER HOSE DISCONNECT TOOL 
8 PRT3390-08 CHRYSLER FUEL LINE DISCONNECT TOOL 
9 PRT3390-09 FORD/GM QUICK DISCONNECT TOOL 

10 PRT3390-10 FUEL LINE DISCONNECT TOOL (5/16")
11 PRT3390-11 FUEL LINE DISCONNECT TOOL (3/8")
12 PRT3390-12 FORD FUEL LINE COUPLING TOOL
13 PRT3390-13 FORD/GM FUEL LINE DISCONNECT TOOL SET
14 PRT3390-14 GM HEATER LINE QUICK CONNECT SEPARATOR
15 PRT3390-15 FORD CLUCTH COUPLING TOOL 
16 PRT3390-16 FORD/GM/CHRYSLER FUEL LINE DISCONNECT TOOL 
17 PRT3390-17 FORD/CHRYSLER HEATER HOSE DISCONNECT TOOL SET 
18 PRT3390-18 FORD OIL COOLER LINE DISCONNECT TOOL
19 PRT3390-19 BLOW MOLDED CASE


