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MOUNTING HOLES 4-22 AWG WIRES

RED - POSITIVE (+)
BLACK - NEGATIVE (-)
BLUE - PATTERN SELECT (-)
YELLOW - SYNC
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NOTES:
1. ROHS COMPLIANT
2. DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]

TOP VIEW

FRONT VIEW

DISCLAIMER 
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS, AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.  
ECCO ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.

MOUNTING DISCLAIMER
MOUNTING MEASUREMENT IS FOR REFERENCE ONLY. MEASURE BEFORE DRILLING.

FGS PRODUCT CHART
FGS P/N COLOR

ED3701AB AMBER/BLUE
ED3701AC AMBER/CLEAR
ED3701AG AMBER/GREEN
ED3701AR AMBER/RED
ED3701BC BLUE/CLEAR
ED3701RB RED/BLUE
ED3701RC RED/CLEAR

NON DISCLOSURE AGREEMENT

CUSTOMER PART NO. PRODUCT SERIES:

SEE CHART ED3701
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MODEL REFERENCED:01

APPROVALS DATE

XX. 1.0mm
XX.X    0.5mm

 MILLIMETERS DECIMALS

X.XXX  0.02

THIRD ANGLE PROJECTION

INCHES DECIMALS

X.X  0.1
X.XX  0.04

 TOLERANCES ARE IN INCHES, AND MILLIMETERS
TOLERANCES UNLESS OTHERWISE STATED ARE:

6 LED,THIN SURFACE MNT, 12-24V
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THIS DRAWING AND THE DESIGN IT DISCLOSES ARE THE PRIVATE PROPERTY OF ESG AND IS ISSUED IN CONFIDENCE FOR ENGINEERINGINFORMATION ONLY. 
THE DRAWING AND / OR DESIGN MAY NOT BE USED, COPIED, REPRODUCED, OR OTHERWISE DISCLOSED IN PART OR AS A WHOLE TO OUTSIDERS OR USED 
FOR ANY OTHER PURPOSE WITHOUT THE PRIOR WRITTEN CONSENT OF ESG. THE DRAWING IS SUBJECT TO RECALL AT ANY TIME. YOUR POSSESSION OF THIS 

DOCUMENT CONSTITUTES ACCEPTANCE OF THESE TERMS.  © 2015 ECCO LM14246
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FRACTIONS

Learn more about emergency and warning lighting on our website.

https://www.carid.com/ecco/
https://www.carid.com/emergency-warning-lighting.html
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