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INFO: counterstays and internal extractors

Art.-No. mm Art.-No.
21-1 12-16

22-1
22-2

21-2 14-19

21-3 18-23

21-4 20-30

21-5 28-40

21-6 35-46

21-7 45-58

21-8 56-70

22-1 22-2 22-3 22-4 22-5

M10

M7

GA10-1516GA7-10
15-16G

M10

GA1516-12
G1/2“

15-16G

21-0 • 21-00 • 21-01
21-02 • 21-1 • 21-2

5-19

M7

21-3 • 21-4 • 21-5
21-40 bis 21-46

18-40
9,6-25

21-6 • 21-7 • 21-8

35-70

21-9

70-100

M10

M10
15-16G

Ø 15 mm-16 Gang
(Whitworth 55°)

15-16G
Ø 15 mm-16 Gang

(Whitworth 55°)

G1/2“

21-89

56-110

21-90

100-200

G1/2“
Whitworth

Rohrgewinde
DIN ISO 228

G3/4“
Whitworth

Rohrgewinde
DIN ISO 228

 Combination of internal extractors with counterstays

 INFO: slide hammer and internal extractors

GA7-10
M10

M7

21-0 • 21-00 • 21-01
21-02 • 21-1 • 21-2

5-19

21-3 • 21-4 • 21-5
21-40 bis 21-46

18-40
9,6-25

21-6 • 21-7 • 21-8

35-70

21-9

70-100

M10

M10

15-16G
Ø 15 mm-16 Gang

(Whitworth 55°)

G1/2“

M7

1,7
kg23
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GA10-1516

15-16G

M10

GA1516-12

G1/2“

15-16G

Guarantee-extension

Garantie-erweiterunG 
auf 5 Jahre
Guarantee-extension  
to 5 years

 Combination of internal extractors with slide hammer
22-0 22-0-1

y instry instrucuctionstions

Set of bearing extracting tools, 25-B

Rely only on high-grade automotive tools on our virtual shelves.

https://www.carid.com/kukko/
https://www.carid.com/automotive-tools.html



