
Bolt down design, no welding
required for installation.

Rounded Corners for improved
tarp life.

96” and 102” wide with 10” or
22” drop back, four models.

Slots for Side Kit standard.

22” Drop back models have bow
racks standard.

Full Three Door enclosure avail-
able

All aluminum construction, light
weight with high strength.

Stocked in most Merritt ware-
house locations.

Many standard options are 
available.

ALUMINUM BULK-HEAD LSR

Dyna-Light Bulkheads
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Builder of High Performance, High Quality Truck Products

7ADyna-Light Bulkhead 10” Drop Back

Dyna-Light Bulkhead 22” Drop Back

http://www.carid.com/merritt-equipment/
http://www.carid.com/bed-accessories.html
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ALUMINUM BULK-HEAD LSR

Models and/or Specifications Subject to Change Without Notice.

F.O.B. -  Atlanta GA, Birmingham AL, Dallas TX, Henderson CO, Houston TX, Minneapolis MN, Nashville
TN, Pittsburgh PA, Sacramento CA, Kansas City KS, Calgary, AB  (Canada), Toronto, ON (Canada)

Order # Description/Dimensions Shipping Wt. Maximum Static 
Load Resistance:*

H x W x D Lbs.

810 Bulk-Head,96 48”  x  92"   x  10” 130 26,360 Lbs.
822850 Bulk-Head,96 48"  x  91"   x  22” 146 29,856 Lbs.
910 Bulk-Head,102   48"  x  98"  x  10” 134 28,191 Lbs.
922850 Bulk-Head,102   48"  x  97"  x  22” 150 29,856 Lbs.

ORDER INFORMATION

* Tested to resist a maximum uniformly distributed static load.

� Merritt Dyna-Light Bulk-Head LSR’s are not to be used in

conjunction with log trailers or pole trailers.

Outside or Inside Mount 
3 Door Enclosure 
OD10 1/2”- ID 8 7/8”

Order #   Weight 
840    96” Wide      93
940    102” Wide    98

WARNING
LIMITED RESISTANCE TEST

Each model LSR has been designed and tested in
conjunction with a Merritt Mounting Kit. Each
model LSR has been tested to resist a maximum
uniformly distributed static load as stated above.

Each model LSR offers limited resistance against
impact.  Merritt Equipment Co. makes no represen-
tations, implied or otherwise, except for the 
uniformly distributed static load resistance test as
stated above. Any load or force in excess of the
uniformly distributed static load resistance test
may result in failure of this product which can
result in serious injury or death.

Order # Description Shipping Wt.

850 Tarp Bow Rack 6
851 96” Chain Hanger, Bar-Full Width 7
852 102” Chain Hanger, Bar-Full Width 8
853 60” Locking Chain Rack 14
854 Enclosure Shelf   5
128 Chain Rack without Locking Cover 5
147 Chain Rack with Locking Cover 7
142 Grab Handle, 25” 1
143 Load Light with Lexan Cover 1
144 Bracket, Load Light 1
840 Enclosure 96” Wide 93
940 Enclosure 102” Wide 98

Mounting Kits (not included)
860 10” Kit, Channel Frame 3
861 22” Kit, Channel Frame 2
862 10” Kit, “I” Beam Frame 4
863 22” Kit, “I” Beam Frame 3
864 Problem Solver Kit 25 

OPTIONS - DYNA-LIGHT BULK-HEADS

Tarp Bow Rack

Order #   850  
Weight 6

10” Bulkhead
#810  92” x  10”
#910  98” x  10”

22” Bulkhead
#822850   91”  x 22”
#922850   97”  x 22”
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