
Cool Smoke HP® Turbo Adapter Kit 
Part No. 200-0150

 ITEM NO. PART NO. DESCRIPTION QTY

1  98821846 Phazer White 5 W Light AAA  1

2 98006475 Black UV LED Light AAA S/A 1

3 068-0100 Turbo Adapter Plug 2.25” to 2.5” Assembly 2

4 068-0120 Turbo Adapter Plug 2.75” to 3” Assembly 2

5 068-0140 Turbo Adapter Plug 1.75” to 2” Assembly  2

6 068-0250 Turbo Adapter Plug Assembly 1

7 98821847 Hose Silicone 1.75” I.D. X 3.7” 2

8 98821849 Hose Silicone 2.25” I.D. X 3.7” 2

 ITEM NO. PART NO. DESCRIPTION QTY

9  98821852 Hose Silicone 2.75” I.D. X 3.7”  2

10 98821854 Hose Clamp Turn Key 64-89mm 2

11 98820992 Hose Clamp Turn Key 46-70 mm 2

12 471112 UV Enhancing Safety Glasses 1

13 98821848 Hose Silicone 2” I.D. X 3.7”  2

14 98821851 Hose Silicone 2.5” I.D. X 3.7” 2

15 98821853 Hose Silicone 3” I.D. X 3.7” 2

16 98027050 Battery AAA 12
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https://www.carid.com/motorvac/


To test the charge air cooler and turbo for leaks, connect at the inlet to the turbo and the outlet from the 
charge air cooler using the appropriate adapters.

Caution: Do not supply pressure to components that are not rated to withstand high pressure

ZIM16-01620

Discover other diagnostic and testing tools on our website.

https://www.carid.com/diagnostic-testing-tools.html

