
Form No. 102482

Operating Instructions 
for: 4201

Accessory Kit
The illustrations below show how easily various nozzles that require testing can be connected to the 
OTC adapters and connectors. Refer to the CONNECTOR APPLICATION CHART on the back side of 
this sheet to help in the selection of accessories you require.

WARNING: Prior to operation, be sure all connections in the system have been securely fastened. 
Any leaks from fittings under pressure could penetrate the skin and cause serious injury!

44026 STRAIGHT ADAPTER
3/4-16 External R.H. Thd. to 9/16-18 R.H. Thd. 
(Internal Ermeto 24) Caterpillar Adapter.

CONNECTOR 
TUBE

45° ELBOW
PUMP OUTLET

ATTACHMENT OF CONNECTOR 
TUBE TO OTC 4200

90° ADAPTER

ERMETO 
ADAPTER

NUT

FUEL INJECTION 
NOZZLE

CONNECTOR TUBE

CONNECTION OF A NOZZLE, 
USING 90° ADAPTER

90° ADAPTER NUT

CONNECTOR TUBE
BANJO ADAPTER

STRAIGHT 
ADAPTER

ADAPTER NUT

CONNECTION OF ADAPTERS 
DIRECTLY TO NOZZLE

CONNECTOR TUBE

ERMETO ADAPTERNUT

FUEL INJECTION 
NOZZLE

CONNECTION OF NOZZLE 
HAVING VERTICAL INLET

201920 ADAPTER NUT
(M14 X 1.5 External to 5/8"-18 UNF Internal) 
Connectors OTC Y-900 "Nozl-Rater" to Other 
Fittings Used in the Industry.
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Feel the difference with OTC. Discover other automotive tools on our website.

https://www.carid.com/otc/
https://www.carid.com/automotive-tools.html



