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Spot Light

Mini White Spot Light
• 10-16 Vdc #EL3SSCW

• 10-30 Vdc #EL3SS3ØCW

Features

Optional Bracket/Bezel Order Numbers 
(refer to order numbers and images on next page)

                    
FLAsH PATTerN None, steady burn only

TeCHNOLOGY 3 Gen3 LEDs

OPerATING TeMPerATUre -40° to +65° C / -40° to +149° F

INPUT VOLTAGe 10 - 16 Vdc or 10 - 30 Vdc

CUrreNT DrAW Less than 0.4 amps  @ 12.8 Vdc

DIMeNsIONs 2.5” (6.4 cm) L x 1.4” (3.5 cm) H x 1.2” (3.2 cm) D

WArrANTY Three-year 

MOUNT Surface mount on 2.2” (5.6 cm) centers

TECHNICAL   SPECIFICATIONS

• Bright white 100 lumen output

• Compact size - our smallest light

• High quality, high bin LEDs for consistent and pure color with reliable output

• Weatherproof design with superior reliability and performance regardless of weather conditions

• Includes rubber mounting gasket, mounting hardware and 18” of 3-wire cable

http://www.carid.com/soundoff-signal/
https://www.carid.com/work-lights.html
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Universal Grille bracket

#EL3SNBRK1GRU

90˚ bracket

#EL3SNBRK19Ø

Stacked 90˚ bracket 

horizontal #EL3SNBRK29ØH

Single bezel 

#PEL3BZSG(x)

45˚ bracket

horizontal # EL3SNHBRK145

vertical #EL3SNBRK145

Side-by-Side 90˚ bracket

#EL3SNBRK29ØH

Stacked 90˚ bracket 

vertical #EL3SNBRK29ØV

Dual Stacked bezel 

#PEL3BDS(x)

Dual Side-by-Side bezel

#PEL3BZSS(x)

Optional Bracket
and Bezel Options

Replace (x) for these available housing colors:

Black=B, Chrome=C, White=W




