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Specs & Features:
· Compact and powerful LED light output
· 2 Watt STAR Gen 4 LEDs
· 28 Customer selectable flash patterns
· Long-life LEDs, rated for over 100,000 hours
· Twist on-off lens
· Fully encapsulated circuitry
· Durable polycarbonate lens
· External pattern select wire
· Voltage: 10-16V DC or 10-110V DC
· Amp Draw: .43 amp max @ 10-16V DC and .3 amp max @ 10-110V DC

203MVL Series 204MVL Series
· 3-1/2” High
· Durable ABS plastic base
· Standard flange mount
· Optional magnetic mount
· Approvals: SAE Class 3

· 5” High
· Durable ABS plastic base
· Standard flange mount
· Approvals: SAE Class 3

Models:
203MVL:          Flange Mount, 10-16V DC
203MVLM:       Magnetic Mount w/cig. plug, 10-16V DC
203MVL-110:   Flange Mount, 10-110V DC
204MVL:          Flange Mount, 10-16V DC
204MVL-110:   Flange Mount, 10-110V DC

http://www.carid.com/star-warning-systems/
http://www.carid.com/led-lights.html


Specs & Features:
· Compact and powerful LED light output
· 2 Watt STAR Gen 4 LEDs
· 28 Customer selectable flash patterns
· Long-life LEDs, rated for over 100,000 hours
· Fully encapsulated circuitry
· Durable polycarbonate lens
· External pattern select wire
· Voltage: 10-16V DC or 10-110V DC
· Amp Draw: .43 amp max @ 10-16V DC and .3 amp max @ 10-110V DC
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200ZL Series 201ZL Series

· 3-1/2” High
· Die-cast aluminum base

Standard permanent mount or
1/2 ” pipe mount

· Optional magnetic mount
· Approvals: SAE Class 3

·

· 3-3/4” High
· Durable ABS plastic base
· Snap-on lens
· Standard permanent mount or

1/2” pipe mount
· Optional magnetic mount
· Approvals: SAE Class 3

Models:
200ZL:             Permanent Mount, 10-16V DC
200ZLM:          Magnetic Mount w/cig. plug, 10-16V DC
200ZL-110:      Flange Mount, 10-110V DC
201ZL:             Permanent Mount, 10-16V DC
201ZLM:          Magnetic Mount w/cig. plug, 10-16V DC
201ZL-110:      Flange Mount, 10-110V DC


